
A. THE CONTRACTOR WILL BE HELD SOLELY RESPONSIBLE FOR DAMAGES
     OCCURRING TO ANY PROPERTY DURING THE CONSTRUCTION OF THIS
     PROJECT. SAID CONTRACTOR SHALL TAKE ALL NECESSARY
     PRECAUTIONS TO PREVENT PROPERTY DAMAGE.

B. IN ACCORDANCE WITH GENERALLY ACCEPTED CONSTRUCTION PRACTICES,
     THE CONTRACTOR WILL SOLELY AND COMPLETELY BE RESPONSIBLE FOR
     CONDITIONS OF THE JOB SITE, INCLUDING SAFETY WORK. THIS REQUIREMENT
     WILL APPLY CONTINUOUSLY AND WILL NOT BE LIMITED TO NORMAL WORKING
     HOURS.

     THE DUTY OF BRYANT   TO CONDUCT CONSTRUCTION
     INSPECTION REVIEWS OF THE CONTRACTOR'S PERFORMANCE IS NOT
     AN INSPECTION OR REVIEW OF THE ADEQUACY OF THE CONTRACTOR'S
     SAFETY MEASURES IN, ON, OR NEAR THE CONSTRUCTION SITE.

C. ALL WATER AND SEWER IMPROVEMENTS SHALL BE CONSTRUCTED IN
     ACCORDANCE WITH THE LATEST REVISION TO THE CITY OF BRYANT'S

WATER AND WASTEWATER (SANITARY SEWER) STANDARD SPECIFICATIONS.

D. THE CONTRACTOR IS SPECIFICALLY CAUTIONED THAT THE LOCATION
     AND/OR ELEVATION OF EXISTING UTILITIES AS SHOWN ON THESE PLANS IS
    BASED ON RECORDS OF THE VARIOUS UTILITY COMPANIES AND, WHERE
     POSSIBLE, MEASUREMENTS TAKEN IN THE FIELD. THE INFORMATION IS NOT
     TO BE RELIED ON AS BEING EXACT OR COMPLETE. THE CONTRACTOR MUST
     CALL THE APPROPRIATE UTILITY COMPANY AT LEAST 48 HOURS BEFORE
     ANY EXCAVATION TO REQUEST EXACT FIELD LOCATION OF ALL UTILITIES.
    IT SHALL BE THE RESPONSIBILITY OF THE CONTRACTOR TO LOCATE ALL
     EXISTING UTILITIES WHICH CONFLICT WITH PROPOSED IMPROVEMENTS
    SHOWN ON THE PLAN.

E. CONTRACTOR IS TO REMOVE AND DISPOSE OF ALL DEBRIS, RUBBISH, AND
     OTHER MATERIALS RESULTING FROM PREVIOUS AND CURRENT DEMOLITION
     OPERATIONS. DISPOSAL WILL BE IN ACCORDANCE WITH ALL LOCAL, STATE
     AND/OR FEDERAL REGULATIONS GOVERNING SUCH OPERATIONS.

F. PRIOR TO INSTALLATION OF ANY UTILITIES, THE CONTRACTOR IS TO
     EXCAVATE, VERIFY AND CALCULATE ALL CROSSINGS AND INFORM ANY AND
     ALL UTILITIES OF ANY CONFLICTS PRIOR TO CONSTRUCTION.

G. CONSTRUCTION SHALL NOT START ON ANY WATER UTILITY TIE-INS UNTIL
     APPROVAL IS GIVEN BY BRYANT WATER. SAID CONTRACTOR
     SHALL NOT OPERATE ANY VALVE, HYDRANT, OR WATER UTILITY APPURTENANCE
     NOR SHALL HE ATTACH TO OR TAP ANY WATER UTILITY MAIN WITHOUT
     APPROVAL. THE CONTRACTOR SHALL BEAR THE COST AND CONSEQUENCE OF
     ANY DISRUPTION OF UTILITY OPERATION CAUSED BY CONSTRUCTION.

H. FIBER OPTIC CABLE ON AND/OR ADJACENT TO THIS SITE WERE NOT LOCATED
     BY THE SURVEY AND ARE NOT SHOWN. IT IS THE RESPONSIBILITY OF THE
     CONTRACTOR TO LOCATE ANY FIBER OPTIC CABLES ASSOCIATED WITH THIS
     SITE AND TAKE ALL NECESSARY AND REQUIRED PRECAUTIONS TO PROTECT
     ANY EXISTING FIBER OPTIC CABLES. CONTRACTORS SHALL COORDINATE ALL
     EFFORTS WITH OWNER OF FIBER OPTIC CABLES OR THEIR DESIGNATED
     REPRESENTATIVE.

J. THE CONTRACTOR IS RESPONSIBLE FOR CONTACTING "ONECALL" SERVICE
    TO MARK ALL UTILITIES PRIOR TO ANY DEMOLITION, EARTHWORK, OR UTILITY
     WORK ON THIS SITE.

GENERAL CONSTRUCTION NOTES
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A. THE CONTRACTOR WILL BE HELD SOLELY RESPONSIBLE FOR DAMAGES
     OCCURRING TO ANY PROPERTY DURING THE CONSTRUCTION OF THIS
     PROJECT. SAID CONTRACTOR SHALL TAKE ALL NECESSARY
     PRECAUTIONS TO PREVENT PROPERTY DAMAGE.

B. IN ACCORDANCE WITH GENERALLY ACCEPTED CONSTRUCTION PRACTICES,
     THE CONTRACTOR WILL SOLELY AND COMPLETELY BE RESPONSIBLE FOR
     CONDITIONS OF THE JOB SITE, INCLUDING SAFETY WORK. THIS REQUIREMENT
     WILL APPLY CONTINUOUSLY AND WILL NOT BE LIMITED TO NORMAL WORKING
     HOURS.

     THE DUTY OF BRYANT   TO CONDUCT CONSTRUCTION
     INSPECTION REVIEWS OF THE CONTRACTOR'S PERFORMANCE IS NOT
     AN INSPECTION OR REVIEW OF THE ADEQUACY OF THE CONTRACTOR'S
     SAFETY MEASURES IN, ON, OR NEAR THE CONSTRUCTION SITE.

C. ALL WATER AND SEWER IMPROVEMENTS SHALL BE CONSTRUCTED IN
     ACCORDANCE WITH THE LATEST REVISION TO THE CITY OF BRYANT'S

WATER AND WASTEWATER (SANITARY SEWER) STANDARD SPECIFICATIONS.

D. THE CONTRACTOR IS SPECIFICALLY CAUTIONED THAT THE LOCATION
     AND/OR ELEVATION OF EXISTING UTILITIES AS SHOWN ON THESE PLANS IS
    BASED ON RECORDS OF THE VARIOUS UTILITY COMPANIES AND, WHERE
     POSSIBLE, MEASUREMENTS TAKEN IN THE FIELD. THE INFORMATION IS NOT
     TO BE RELIED ON AS BEING EXACT OR COMPLETE. THE CONTRACTOR MUST
     CALL THE APPROPRIATE UTILITY COMPANY AT LEAST 48 HOURS BEFORE
     ANY EXCAVATION TO REQUEST EXACT FIELD LOCATION OF ALL UTILITIES.
    IT SHALL BE THE RESPONSIBILITY OF THE CONTRACTOR TO LOCATE ALL
     EXISTING UTILITIES WHICH CONFLICT WITH PROPOSED IMPROVEMENTS
    SHOWN ON THE PLAN.

E. CONTRACTOR IS TO REMOVE AND DISPOSE OF ALL DEBRIS, RUBBISH, AND
     OTHER MATERIALS RESULTING FROM PREVIOUS AND CURRENT DEMOLITION
     OPERATIONS. DISPOSAL WILL BE IN ACCORDANCE WITH ALL LOCAL, STATE
     AND/OR FEDERAL REGULATIONS GOVERNING SUCH OPERATIONS.

F. PRIOR TO INSTALLATION OF ANY UTILITIES, THE CONTRACTOR IS TO
     EXCAVATE, VERIFY AND CALCULATE ALL CROSSINGS AND INFORM ANY AND
     ALL UTILITIES OF ANY CONFLICTS PRIOR TO CONSTRUCTION.

G. CONSTRUCTION SHALL NOT START ON ANY WATER UTILITY TIE-INS UNTIL
     APPROVAL IS GIVEN BY BRYANT WATER. SAID CONTRACTOR
     SHALL NOT OPERATE ANY VALVE, HYDRANT, OR WATER UTILITY APPURTENANCE
     NOR SHALL HE ATTACH TO OR TAP ANY WATER UTILITY MAIN WITHOUT
     APPROVAL. THE CONTRACTOR SHALL BEAR THE COST AND CONSEQUENCE OF
     ANY DISRUPTION OF UTILITY OPERATION CAUSED BY CONSTRUCTION.

H. FIBER OPTIC CABLE ON AND/OR ADJACENT TO THIS SITE WERE NOT LOCATED
     BY THE SURVEY AND ARE NOT SHOWN. IT IS THE RESPONSIBILITY OF THE
     CONTRACTOR TO LOCATE ANY FIBER OPTIC CABLES ASSOCIATED WITH THIS
     SITE AND TAKE ALL NECESSARY AND REQUIRED PRECAUTIONS TO PROTECT
     ANY EXISTING FIBER OPTIC CABLES. CONTRACTORS SHALL COORDINATE ALL
     EFFORTS WITH OWNER OF FIBER OPTIC CABLES OR THEIR DESIGNATED
     REPRESENTATIVE.

J. THE CONTRACTOR IS RESPONSIBLE FOR CONTACTING "ONECALL" SERVICE
    TO MARK ALL UTILITIES PRIOR TO ANY DEMOLITION, EARTHWORK, OR UTILITY
     WORK ON THIS SITE.
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1. TOTAL NEW DEVELOPMENT AREA = (+/-) 0.79 ACRES
2. 26 PARKING SPACES PROVIDED INCLUDING 2 ADA ACCESSIBLE PARKING SPACES
3. ALL DIMENSIONS ARE TO THE BACK OF CURB AND/OR EDGE OF PAVEMENT
4. DAMAGE TO PUBLIC AND PRIVATE PROPERTY DUE TO HAULING OPERATIONS OR OPERATIONS OF CONSTRUCTION RELATED EQUIPMENT FROM A

CONSTRUCTION SITE SHALL BE REPAIRED BY THE THE RESPONSIBLE PARTY PRIOR TO THE ISSUANCE OF A CERTIFICATE OF OCCUPANCY.
5. REPAIR, REPLACE, OR EXTEND EXISTING DAMAGED OR MISSING CURB AND GUTTER, SIDEWALK OR RAMPS WITHIN THE PUBLIC RIGHT OF WAY.
6. ALL SIGNAGE, PAVEMENT MARKING AND PARKING LOT STRIPING SHALL CONFORM TO REQUIREMENTS GIVEN IN MANUAL OF UNIFORM TRAFFIC CONTROL

DEVICES (MUTCD). MUTCD REQUIRES THAT PARKING SPACES BE MARKED IN WHITE.
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PAVEMENT DIMENSIONS
REFER TO THIS POINT

6" THICK CLASS 7 (SB-2) CRUSHED
STONE COMPACTED TO 95% STANDARD
PROCTORDENSITY CONFORMING TO
SECTION 303 OF THE (AHTD) STANDARD
SPECIFICATIONS FOR HIGHWAY CONST'N

6" THICK OF EXISTING SUBGRADE
SCARIFIED AND RECOMPACTED TO
90% OF MODIFIED PROCTOR DENSITY

6" THICK SUBGRADE COMPACTED
TO 90% STANDARD PROCTOR
DENSITY

FINISH GRADE

NOTE:
ALL CURBING TO BE 4000 PSI
28 DAY CONCRETE

6" TH'K 4000 PSI CONCRETE
OR ASPHALT (SEE PLAN AND
DETAILS THIS SHEET)

NOT TO SCALE2'-0" CONCRETE CURB & GUTTER

1'-4"
2"

6"

.5"

6"

1'-0"
7 1/2"

1"

3"
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1 
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6"

1 1/4"

3 1/2"

18
"CONCRETE

4 LB/FT "U"CHANNEL
(GALVANIZED)

SIGN

NUT AND
LOCK WASHER

5/16" MACHINE
SCREW OR BOLT

SIDEWALK
OR FIN.
GRADE

POST
MOUNTING

POST SECTION

PARTIAL ELEVATION

1"
36

" -
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"
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H
O

LE
S 

PU
N

C
H

ED
@

 1
'-0

" O
N

 C
EN

TE
R

NOT TO SCALEHANDICAP SIGN DETAIL
NOTE:
HANDICAP SIGNAGE SHALL BE IN STRICT COMPLIANCE WITH CURRENT FEDERAL
AND LOCAL LAW REQUIREMENTS

SIGN POST W/ ACCESSIBILITY SYMBOL
& "VAN ACCESSIBLE" SIGN MOUNTED
BELOW. (VAN ACCESSIBLE SIGN NOT
REQ'D. W/ MIN. 8' STRIPED AISLE)

WHEELSTOP
(SEE DETAIL)

FACE OF CURB

4" PAINTED STRIPING
1'-6" O.C. AT 45°
(WHITE REFLECTIVE)

PAVEMENT MAX.
SLOPE 2% IN
ALL DIRECTIONS.

5.00'

20.00'

TYPICAL ACCESSIBLE PARKING STALLS
9.00'10.00'

6" THICK CONCRETE APRON
REINFORCED W/ #3 BARS AT
12" ON CENTER, EACH WAY

NOT TO SCALECONCRETE APRON SECTION

6" THICK CLASS7 COMPACTED
TO 95% MODIFIED PROCTOR
DENSITY

6" THICK SUBGRADE COMPACTED
TO 92% MODIFIED PROCTOR
DENSITY

6" THCK CONCRETE DRIVE
REINFORCED W/ W2.9XW2.9
SHEET MESH ONLY

NOT TO SCALECONCRETE DRIVE SECTION

6" THICK CLASS7 COMPACTED
TO 95% MODIFIED PROCTOR
DENSITY

6" THICK SUBGRADE COMPACTED
TO 92% MODIFIED PROCTOR
DENSITY XXXX

MAXIMUM RUNNING

MAXIMUM CROSS
SLOPE IS 2%.

SLOPE IS 5%.
4" CONCRETE SLAB/BRUSH FINISH
W/6 x 6 - W1.4 x W1.4 SHEET MESH
ONLY ON 2" HI SAND CHAIRS @ 3' ON
CENTER, MAX OVER 6" TH'K SUBGRADE
COMPACTED TO 95% MODIFIED PROCTOR
DENSITY

NOT TO SCALE

5'-0" (TYPICAL)

CONCRETE WALK SECTION
NOTE:
ALL SIDEWALK JOINTS TO BE STEEL TROWELED.  ALL JOINT EDGES AND SHALL BE SPACED AT
5 FEET ON CENTER MAXIMUM IN ALL DIRECTIONS AND SHALLBE STEEL TROWELED ON A
RADIUS NOT TO EXCEED ONE-HALF INCH.

2" OF HMAC TYPE 3 SURFACE
COURSE CONFORMING TO SECTION
407 OF THE ARKANSAS HIGHWAY
AND TRANSPORTATION DEPARTMENT
(AHTD) STANDARD SPECIFICATIONS
FOR HIGHWAY CONSTRUCTION, 1996
OR 2003 EDITION

6" THICK CLASS 7 (SB-2) CRUSHED
STONE COMPACTED TO 95% STANDARD
PROCTORDENSITY CONFORMING TO
SECTION 303 OF THE (AHTD) STANDARD
SPECIFICATIONS FOR HIGHWAY CONST'N

6" THICK OF EXISTING SUBGRADE
SCARIFIED AND RECOMPACTED TO
90% OF MODIFIED PROCTOR DENSITY

NOT TO SCALE
HMAC ASPHALT SURFACE COURSE

NOT TO SCALEDUMPSTER PAD/ENCLOSURE DETAIL

6" 6"

12
"

12'-4" OUT TO OUT OF BLOCK

CONTINUOUS BOND BEAM
ALONG TOP OF WALL
W/ (2) - #4 BARS CONTINUOUS

8" CMU SPLIT-FACED CMU
WALL W/ #4 VERTICAL  BARS
@ 16" ON CENTER MAX AND
ADJACENT TO EACH CORNER
AND GATE OPENINGS - FILL
ALL REINFORCED CELLS WITH
3,000 PSI PEA GRAVEL CONCRETE9 
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TOP OF POND 397.00'

OVER FLOW ELEVATION 386.50

2'-0" WIDE CONCRETE FLUME W/ #3
BARS @ 12" O.C., EACHWAY
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TC: 399.43
G: 398.93

TC: 399.39
G: 398.89

TC: 399.30
G: 398.80

TC: 399.25
G: 398.75

TC: 399.00
G: 398.50

TC: 398.75
G: 398.50

TC: 398.65
G: 398.32

TC: 398.62
G: 398.29

TC: 398.64
G: 398.31

G: 400.72

398.80

TC: 398.75
G: 398.25

TC: 398.68
G: 398.18

TC: 398.58
G: 398.08

TC: 398.53
G: 398.03

TC: 398.55
G: 398.22

TOC: 398.60
TP: 398.60

TC: 398.60
G: 398.10

TP: 398.20

TP: 398.20

TC: 398.17
G: 397.67

TC: 397.94
G: 397.44
TC: 397.83
G: 397.33

TC: 397.46
G: 396.96
TC: 397.72
G: 397.22
TC: 397.79
G: 397.29
TC: 397.95
G: 397.45

TC: 398.25
G: 397.75

TC: 398.50
G: 398.00

TC: 398.75
G: 398.25

TC: 398.50
G: 398.00

TC: 401.01
G: 401.01

TC: 401.29
G: 401.29

TC: 398.75
G: 398.25

TC: 398.75
G: 398.25

TC: 399.15
G: 398.65

TC: 399.15
G: 398.65

TC: 398.85
G: 398.35

TC: 398.85
G: 398.35

TC: 399.00
G: 398.50

TC: 399.25
G: 398.75

TC: 399.65
G: 399.15

TC: 400.31
G: 400.31

TOC: 402.30

TOC: 402.25

TC: 399.82
G: 399.82

TC: 398.67
G: 398.17

TOC: 398.60
TP: 398.60

TOC: 397.02

TC: 398.36
G: 397.86

TOC: 396.51

TOC: 398.80

TP: 397.89

395

394

396
397

39
5

39
4

39
6 39

7

NEW 18" RCP CULVERT
INVERT EL:  397.10'

NEW 18" RCP CULVERT
INVERT EL:  398.11'

SEE DETENTION BASIN PLAN
THIS SHEET FOR FURTHER
DETAIL

MATCH EXISTING FLOW LINE
ELEVATIONS IN THIS LOCATION

FINISHED SURFACE FLOW LINE

FINISHED SURFACE
FLOW LINE

NEW BUILDING
1 STORY

(7,500 SQ. FT.)
FF: 398.75'

398

395

394

396

397POND RIM: 397.00'

POND RIM: 397.00'

395

394

396

397

39
5

39
4

39
6

39
7

FG: 393.95

FG: 393.95

FG: 393.95

FG: 393.95

FG: 393.66 FG: 393.95

FG: 393.95

FG: 393.95

FG: 393.95

FG: 393.95

PROVIDE RIP RAP ALONG INSIDE
BANK OF DETENTION BASIN FOR
SOIL STABILIZATION AND EROSION
CONTROL

PROVIDE SOLID SOD ALONG BOTTOM
OF DETENTION BASIN FOR SOIL
STABILIZATION AND EROSION
CONTROL

OVERFLOW FLUME
FLOW EL: 396.50'

CONCRETE TRICKLE
CHANNEL

STORM WATER FLUME TO SPILL
OVER INTO POND AND TIE INTO
TRICKLE CHANNEL

STORM WATER FLUME TO SPILL
OVER INTO POND AND TIE INTO
TRICKLE CHANNEL

8" CORRUGATED HDPE PIPE AS
OUTLET CONTROL FOR DETENTION
BASIN
INVERT IN:  393.66'
INVERT OUT:  393.00'
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SITE GRADING PLAN SCALE  1" = 20'

G = GUTTER ELEVATION
TC = TOP OF CURB ELEVATION
TOC = TOP OF CONCRETE
TP = TOP OF PAVEMENT

A. THE CONTRACTOR WILL BE HELD SOLELY RESPONSIBLE FOR DAMAGES
     OCCURRING TO ANY PROPERTY DURING THE CONSTRUCTION OF THIS
     PROJECT. SAID CONTRACTOR SHALL TAKE ALL NECESSARY
     PRECAUTIONS TO PREVENT PROPERTY DAMAGE.

B. IN ACCORDANCE WITH GENERALLY ACCEPTED CONSTRUCTION PRACTICES,
     THE CONTRACTOR WILL SOLELY AND COMPLETELY BE RESPONSIBLE FOR
     CONDITIONS OF THE JOB SITE, INCLUDING SAFETY WORK. THIS REQUIREMENT
     WILL APPLY CONTINUOUSLY AND WILL NOT BE LIMITED TO NORMAL WORKING
     HOURS.

     THE DUTY OF BRYANT   TO CONDUCT CONSTRUCTION
     INSPECTION REVIEWS OF THE CONTRACTOR'S PERFORMANCE IS NOT
     AN INSPECTION OR REVIEW OF THE ADEQUACY OF THE CONTRACTOR'S
     SAFETY MEASURES IN, ON, OR NEAR THE CONSTRUCTION SITE.

C. ALL WATER AND SEWER IMPROVEMENTS SHALL BE CONSTRUCTED IN
     ACCORDANCE WITH THE LATEST REVISION TO THE CITY OF BRYANT'S

WATER AND WASTEWATER (SANITARY SEWER) STANDARD SPECIFICATIONS.

D. THE CONTRACTOR IS SPECIFICALLY CAUTIONED THAT THE LOCATION
     AND/OR ELEVATION OF EXISTING UTILITIES AS SHOWN ON THESE PLANS IS
    BASED ON RECORDS OF THE VARIOUS UTILITY COMPANIES AND, WHERE
     POSSIBLE, MEASUREMENTS TAKEN IN THE FIELD. THE INFORMATION IS NOT
     TO BE RELIED ON AS BEING EXACT OR COMPLETE. THE CONTRACTOR MUST
     CALL THE APPROPRIATE UTILITY COMPANY AT LEAST 48 HOURS BEFORE
     ANY EXCAVATION TO REQUEST EXACT FIELD LOCATION OF ALL UTILITIES.
    IT SHALL BE THE RESPONSIBILITY OF THE CONTRACTOR TO LOCATE ALL
     EXISTING UTILITIES WHICH CONFLICT WITH PROPOSED IMPROVEMENTS
    SHOWN ON THE PLAN.

E. CONTRACTOR IS TO REMOVE AND DISPOSE OF ALL DEBRIS, RUBBISH, AND
     OTHER MATERIALS RESULTING FROM PREVIOUS AND CURRENT DEMOLITION
     OPERATIONS. DISPOSAL WILL BE IN ACCORDANCE WITH ALL LOCAL, STATE
     AND/OR FEDERAL REGULATIONS GOVERNING SUCH OPERATIONS.

F. PRIOR TO INSTALLATION OF ANY UTILITIES, THE CONTRACTOR IS TO
     EXCAVATE, VERIFY AND CALCULATE ALL CROSSINGS AND INFORM ANY AND
     ALL UTILITIES OF ANY CONFLICTS PRIOR TO CONSTRUCTION.

G. CONSTRUCTION SHALL NOT START ON ANY WATER UTILITY TIE-INS UNTIL
     APPROVAL IS GIVEN BY BRYANT WATER. SAID CONTRACTOR
     SHALL NOT OPERATE ANY VALVE, HYDRANT, OR WATER UTILITY APPURTENANCE
     NOR SHALL HE ATTACH TO OR TAP ANY WATER UTILITY MAIN WITHOUT
     APPROVAL. THE CONTRACTOR SHALL BEAR THE COST AND CONSEQUENCE OF
     ANY DISRUPTION OF UTILITY OPERATION CAUSED BY CONSTRUCTION.

H. FIBER OPTIC CABLE ON AND/OR ADJACENT TO THIS SITE WERE NOT LOCATED
     BY THE SURVEY AND ARE NOT SHOWN. IT IS THE RESPONSIBILITY OF THE
     CONTRACTOR TO LOCATE ANY FIBER OPTIC CABLES ASSOCIATED WITH THIS
     SITE AND TAKE ALL NECESSARY AND REQUIRED PRECAUTIONS TO PROTECT
     ANY EXISTING FIBER OPTIC CABLES. CONTRACTORS SHALL COORDINATE ALL
     EFFORTS WITH OWNER OF FIBER OPTIC CABLES OR THEIR DESIGNATED
     REPRESENTATIVE.

J. THE CONTRACTOR IS RESPONSIBLE FOR CONTACTING "ONECALL" SERVICE
    TO MARK ALL UTILITIES PRIOR TO ANY DEMOLITION, EARTHWORK, OR UTILITY
     WORK ON THIS SITE.

GENERAL CONSTRUCTION NOTES

NOT TO SCALE

2% SLOPE 2% SLOPE

CONCRETE TRICKLE CHANNEL
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197 LF OF 3" HDPE GAS LINE

82 LF OF 6" SCH 40
PVC SEWER LINE

182 LF OF 3" SDR-13.5 WATER LINE

STORM JB - A2
4'-0" DIA JUNCTION BOX
STA:  1+85.15
RIM: 403.37
SUMP: 390.79
INV OUT: 394.50 18" RCP

185.15' of 18" RCP @
 1.67%

G
G

G

W

W

W

W

W

W

W

W

W

W

W

W

W

W

W
W

W

W

77 LF OF 4" SCH 40
PVC SEWER LINE

PROVIDE SS CLEANOUTS
TO GRADE (TYPICAL)

(4) 2" DOMESTIC METER BANK
(COORDINATE W/ CITY OF
BRYANT PUBLIC WORKS
FOR METER SETTING
INSTALLATION)

(4) GAS METER BANK
(COORDINATE W/ LOCAL GAS
UTILITY PROVIDER & MEP
ENGINEER FOR METER SIZE,
SETTING AND INSTALLATION)

"WET" TAP EXISTING 8" WATER
LINE W/ 8"X2" TAPPING SADDLE
& M.J. GATE VALVE

EXISTING STORM SEWER JUNCTION
BOX TO BE ABANDONED

EXISTING RCP TO BE
INTERCEPTED & CLEAN CUT.
CAST INTO NEW JUNCTION BOX.
REMAINING RCP TO BE
ABANDONED.

NEW BUILDING
1 STORY

(7,500 SQ. FT.)
FF: 398.75'

2" SDR-13.5 WATER SERVICE LINE
& 2" HDPE GAS SERVICE LINE
(TYPICAL)

NEW 6" SCH 40 SERVICE
LINE TO TIE INTO EXISTING
SS MH @ THIS LOCATION

NEW 18" RCP TO TIE INTO EXISTING
STORM INLET BOX IN PLACE OF
PREVIOUS 18" RCP

W

W

W

W

W

W

W

W

W

W

W

W

W

G

G

G

G

G

G

EXISTING GAS LINE

EXISTING 8" WATER LINE

"HOT" TAP EXISTING GAS LINE
(COORDINATE W/ LOCAL GAS
UTILITY PROVIDER)

EXISTING FIRE HYDRANT

NOT TO SCALE

36
" M

IN

6"
 M

IN
6"

 M
IN

WATER OR SEWER
SERVICE LINES

PIPE BEDDING SHALL BE IN
ACCORDANCE WITH NOTE 1
BELOW

FINAL BACKFILL SHALL BE
IN ACCORDANCE WITH NOTE
2 BELOW

GAS LINE BEDDING DETAIL
NOTES:
1.  BEDDING SHALL BE "GRIT" PER ASTM 2774 OR ASTM D448 SIZE 67 A MINIMUM OF 6" ALL AROUND PIPE.
1.  BEDDING SHALL BE CLEAN SAND A MINIMUM OF 6" ALL AROUND PIPE.
2.  INITIAL BACKFILL NOT UNDER PAVED AREAS CAN BE CLASS III COMPACTED TO 90% STANDARD
     PROCTOR. ALL BACKFILL UNDER PAVED AREAS SHALL BE CLASS 7 CRUSHED STONE (SB-2) COMPACTED
     TO 95% STANDARD PROCTOR DENSITY.
3.  ALL MATERIALS CLASSIFIED IN ACCORDANCE WITH ASTM D2321-89.
4.  ALL MATERIALS SHALL BE INSTALLED IN MAXIMUM 8" LIFTS IN ACCORDANCE WITH ASTM D698. CLASS III
     AND IV-A MATERIALS SHALL BE COMPACTED TO NEAR OPTIMUM MOISTURE CONTENT.
5.  FILL SALVAGED FROM EXCAVATION SHALL BE FREE OF DEBRIS, ORGANICS, AND ROCK LARGER THAN 3".
6.  ALL TRENCH EXCAVATION SHALL BE SLOPED, SHORED, SHEETED, BRACED, OR OTHERWISE SUPPORTED
     IN COMPLIANCE WITH OSHA REGULATIONS AND LOCAL ORDINANCES.

NOT TO SCALE

36
" M

IN

6"
 M

IN
6"

 M
IN

WATER OR SEWER
SERVICE LINES

PIPE BEDDING SHALL BE IN
ACCORDANCE WITH NOTE 1
BELOW

FINAL BACKFILL SHALL BE
IN ACCORDANCE WITH NOTE
2 BELOW

WATER AND SEWER LINES
BEDDING DETAIL
NOTES:
1.  BEDDING SHALL BE "GRIT" PER ASTM 2774 OR ASTM D448 SIZE 67 A MINIMUM OF 6" ALL AROUND PIPE.
2.  INITIAL BACKFILL NOT UNDER PAVED AREAS CAN BE CLASS III COMPACTED TO 90% STANDARD
PROCTOR.  ALL BACKFILL UNDER PAVED AREAS SHALL BE CLASS 7 CRUSHED STONE (SB-2) COMPACTED
TO 95% STANDARD PROCTOR DENSITY.
3.  ALL MATERIALS ARE CLASSIFIED IN ACCORDANCE WITH ASTM D2321-89.
4.  ALL MATERIALS SHALL BE INSTALLED IN MAXIMUM 8" LIFTS IN ACCORDANCE WITH ASTM D698.
CLASS III AND IV-A MATERIALS SHALL BE COMPACTED TO NEAR OPTIMUM MOISTURE CONTENT.
6.  FILL SALVAGED FROM EXCAVATION SHALL BE FREE OF DEBRIS, ORGANICS, AND ROCKS LARGER THAN 3".
7.  ALL TRENCH EXCAVATIONS SHALL BE SLOPED, SHORED, SHEETED, BRACED, OR OTHERWISE
SUPPORTED IN COMPLIANCE WITH OSHA REGULATIONS AND LOCAL ORDINANCES.

NOT TO SCALE

THROUGH FLOW CLEANOUT

EXISTING GRADE

2' SQ. X 4" THK.
CONCRETE SLAB
(IF NOT IN PAV'T.)

GRAVITY SEWER

PLUG AT END
OF LINE

4" REMOVABLE THREADED
PLUG

4" CAST IRON OR
DUCTILE IRON PIPE

SANITARY WYE

FLOW

EL
EV

AT
IO

N

STATION

STORM SEWER LINE A PROFILE

380

390

400

410

420

380

390

400

410

420
-1+00 0+00 1+00 2+00 3+00

0+00 1+00 2+00

185.15' of 18" RCP @ 1.67%

STORM JB - A2
4'-0" DIA JUNCTION BOX
STA:  1+85.15
RIM: 403.37
SUMP: 390.79
INV OUT: 394.50 18" RCP

EXISTING STORM INLET
JUNCTION BOX
FLOW EL: 391.32'
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UTILITY PLAN SCALE  1" = 20'

A. THE CONTRACTOR WILL BE HELD SOLELY RESPONSIBLE FOR DAMAGES
     OCCURRING TO ANY PROPERTY DURING THE CONSTRUCTION OF THIS
     PROJECT. SAID CONTRACTOR SHALL TAKE ALL NECESSARY
     PRECAUTIONS TO PREVENT PROPERTY DAMAGE.

B. IN ACCORDANCE WITH GENERALLY ACCEPTED CONSTRUCTION PRACTICES,
     THE CONTRACTOR WILL SOLELY AND COMPLETELY BE RESPONSIBLE FOR
     CONDITIONS OF THE JOB SITE, INCLUDING SAFETY WORK. THIS REQUIREMENT
     WILL APPLY CONTINUOUSLY AND WILL NOT BE LIMITED TO NORMAL WORKING
     HOURS.

     THE DUTY OF BRYANT   TO CONDUCT CONSTRUCTION
     INSPECTION REVIEWS OF THE CONTRACTOR'S PERFORMANCE IS NOT
     AN INSPECTION OR REVIEW OF THE ADEQUACY OF THE CONTRACTOR'S
     SAFETY MEASURES IN, ON, OR NEAR THE CONSTRUCTION SITE.

C. ALL WATER AND SEWER IMPROVEMENTS SHALL BE CONSTRUCTED IN
     ACCORDANCE WITH THE LATEST REVISION TO THE CITY OF BRYANT'S

WATER AND WASTEWATER (SANITARY SEWER) STANDARD SPECIFICATIONS.

D. THE CONTRACTOR IS SPECIFICALLY CAUTIONED THAT THE LOCATION
     AND/OR ELEVATION OF EXISTING UTILITIES AS SHOWN ON THESE PLANS IS
    BASED ON RECORDS OF THE VARIOUS UTILITY COMPANIES AND, WHERE
     POSSIBLE, MEASUREMENTS TAKEN IN THE FIELD. THE INFORMATION IS NOT
     TO BE RELIED ON AS BEING EXACT OR COMPLETE. THE CONTRACTOR MUST
     CALL THE APPROPRIATE UTILITY COMPANY AT LEAST 48 HOURS BEFORE
     ANY EXCAVATION TO REQUEST EXACT FIELD LOCATION OF ALL UTILITIES.
    IT SHALL BE THE RESPONSIBILITY OF THE CONTRACTOR TO LOCATE ALL
     EXISTING UTILITIES WHICH CONFLICT WITH PROPOSED IMPROVEMENTS
    SHOWN ON THE PLAN.

E. CONTRACTOR IS TO REMOVE AND DISPOSE OF ALL DEBRIS, RUBBISH, AND
     OTHER MATERIALS RESULTING FROM PREVIOUS AND CURRENT DEMOLITION
     OPERATIONS. DISPOSAL WILL BE IN ACCORDANCE WITH ALL LOCAL, STATE
     AND/OR FEDERAL REGULATIONS GOVERNING SUCH OPERATIONS.

F. PRIOR TO INSTALLATION OF ANY UTILITIES, THE CONTRACTOR IS TO
     EXCAVATE, VERIFY AND CALCULATE ALL CROSSINGS AND INFORM ANY AND
     ALL UTILITIES OF ANY CONFLICTS PRIOR TO CONSTRUCTION.

G. CONSTRUCTION SHALL NOT START ON ANY WATER UTILITY TIE-INS UNTIL
     APPROVAL IS GIVEN BY BRYANT WATER. SAID CONTRACTOR
     SHALL NOT OPERATE ANY VALVE, HYDRANT, OR WATER UTILITY APPURTENANCE
     NOR SHALL HE ATTACH TO OR TAP ANY WATER UTILITY MAIN WITHOUT
     APPROVAL. THE CONTRACTOR SHALL BEAR THE COST AND CONSEQUENCE OF
     ANY DISRUPTION OF UTILITY OPERATION CAUSED BY CONSTRUCTION.

H. FIBER OPTIC CABLE ON AND/OR ADJACENT TO THIS SITE WERE NOT LOCATED
     BY THE SURVEY AND ARE NOT SHOWN. IT IS THE RESPONSIBILITY OF THE
     CONTRACTOR TO LOCATE ANY FIBER OPTIC CABLES ASSOCIATED WITH THIS
     SITE AND TAKE ALL NECESSARY AND REQUIRED PRECAUTIONS TO PROTECT
     ANY EXISTING FIBER OPTIC CABLES. CONTRACTORS SHALL COORDINATE ALL
     EFFORTS WITH OWNER OF FIBER OPTIC CABLES OR THEIR DESIGNATED
     REPRESENTATIVE.

J. THE CONTRACTOR IS RESPONSIBLE FOR CONTACTING "ONECALL" SERVICE
    TO MARK ALL UTILITIES PRIOR TO ANY DEMOLITION, EARTHWORK, OR UTILITY
     WORK ON THIS SITE.
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1. CONTRACTOR RESPONSIBLE FOR VERIFYING LOCATION OF ALL EXISTING SITE UTILITIES
2. CONTRACTOR RESPONSIBLE FOR COORDINATION W/ LOCAL UTILITY PROVIDERS REGARDING TAP LOCATIONS AND METER SIZING.
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STAINLESS 
STEEL BAND

DUCTILE IRON 
SADDLE 

CASTING

VIRGIN SBR 
COMPOUNDED

SADDLE GASKET

TAP 
OPENING SEWER PIPE

STAINLESS 
STEEL BAND

BOLT 
ASSEMBLY

STAINLESS 
STEEL STRAP

STAINLESS STEEL BAND

VIRGIN SBR COMPOUNDED SADDLE GASKET
DUCTILE IRON 
SADDLE CASTING

NUTS ARE TO BE TIGHTENED 
EVENLY, ALTERNATING BETWEEN 
THEM, UNTIL A TORQUE OF 10-20 
FT. LBS. IS REACHED

STAINLESS STEEL STRAP TO BE 
WRAPPED AROUND SEWER PIPE 

WITH "THIS SIDE OUT" AS 
PRINTED ON THE STRAP

SEWER 
PIPE

SEWER 
PIPE

DUCTILE IRON 
SADDLE 
CASTING

VIRGIN SBR 
COMPOUNDED
SADDLE GASKET

TAP 
OPENING

SEWER PIPE

SEWER PIPE

SEWER SERVICE SADDLE

SCH. 40 PVC

CLASS "B"
CONCRETE

DISSIMILIAR
SEWER PIPE

MATERIAL

REINFORCED FLEXIBLE
RUBBER COUPLING

DISSIMILIAR
SEWER PIPE
MATERIAL

MAX. SPACE BETWEEN
PIPE ENDS = 1/2"

2 STAINLESS
STEEL CLAMPING
BANDS

2'-0" Minimum

6" O.D. 6"

6"

O.D.

6"
2 STAINLESS

STEEL CLAMPING
BANDS

REINFORCED
FLEXIBLE
RUBBER

COUPLING

DISSIMILIAR
SEWER PIPE

MATERIAL

REINFORCE FLEXIBLE COUPLING

EXISTING SEWER
LATERAL LINE

REINFORCED FLEXIBLE
COUPLING

UNDISTURBED
SOIL

6" MINIMUM OF CLASS
'A' CONCRETE WHEN

ROMAC SADDLE IS
USED.

SEWER PIPE

CLASS 'A'
CONCRETE

APPROVED
PIPE

MATERIAL

SERVICE WYE (TYP.)
PLACE CLASS 'A' CONCRETE UNDER
WYE TO PREVENT ROLLING.

GRADE

CONNECTION TO EXISTING SERVICE

6"
WATER METER LID

12
" M

in
.

14
" M

ax
.

24" HIGH 18" DIA. SDR51 PVC METER BOX WITH
20" POLYMER COVER FOR 5/8" x 3/4" METERS.

BOX SHALL BE SUPPORTED BY CRUSHED STONE
AND NOT REST ON THE HDPE TUBING.

METER (TO BE PROVIDED
BY CITY)

#67 CRUSHED STONE
6" THICK & 6" OUTSIDE BOX

A.Y. McDONALD HINGED
SADDLE 3891
TAPPING SADDLE

A.Y. McDONALD NL METER
SETTER 726-207WX2D 33

WATER
MAIN

36" MIN. 24"

SET METER BOX
2 INCHES ABOVE DIRT GRADE
OR 1/2  INCH ABOVE SOD

BRACE EYE w/ 16"
OF 1/2" SCH 40 PVC

18" DIA.

W
AT

ER
 M

AI
N

SPLICE TRACER WIRE WITH
3M WATERPROOF
CONNECTOR

1" CORPORATION STOP

1" BRASS
U-BRANCH (7.5" WIDTH)

CONTINUOUS TRACER WIRE
12 GAUGE SOLID COATED COPPER
(BLUE JACKET) 6" ABOVE PIPE

METERS (TO BE
PROVIDED BY CITY)

2" MIN. CLEAR
(EACH SIDE)

CONTINUOUS TRACER WIRE
12 GAUGE SOLID COATED COPPER

(BLUE JACKET) 6" ABOVE PIPE

1" SDR 9 HDPE TUBING WITH
STAINLESS STEEL INSERTS
FOR END CONNECTIONS.
USE GENTLE BENDS.

8 OZ. NON-WOVEN FILTER FABRIC
12" OUTSIDE BOX.  TAPE TO BOX
WITH DUCT TAPE.

REFER TO SPECIFICATIONS
FOR MATERIALS FOR DOUBLE
METER SETTING

COIL ENOUGH TRACER WIRE
TO EXTEND 12" ABOVE BOX.

DO NOT WRAP AROUND SETTER

1" CORPORATION STOP
A.Y.McDONALD 74701-22
INSTALL 0-10° HORIZONTAL

24" HIGH 24" DIA. SDR51 PVC
METER BOX WITH 26.75"
POLYMER COVER FOR 1" METER SET

DOUBLE METER SETTING

SINGLE METER SETTING

2"x2" NOTCH OVER
INLET AND OUTLET

2" x 2" NOTCH OVER
INLET AND OUTLET

BOTTOM VIEW

A.Y. McDONALD HINGED
SADDLE 3891
TAPPING SADDLE

5/8"

5/8"

IRRIGATION

HOUSE

ONLY FOR 1 LOT

RD

FO
RD

FORD FORD

1

FO
R

D

2-INCH METER SETTER

36" x 36"
METER BOX

#67 CRUSHED STONE
6" THICK & 6" OUTSIDE BOX

2-INCH SDR 9 HDPE TUBING
w/ STAINLESS STEEL INSERTSA.Y. MCDONALD

HINGED SADDLE 3891
TAPPING SADDLE

OR APPROVED EQUAL

2" BRASS CLOSE NIPPLE

2-INCH WATER TAP

18
" M

IN
.

21
" M

AX
.

36"

SET METER BOX
2 INCHES ABOVE DIRT GRADE
OR 1/2  INCH ABOVE SOD

36"

WORD "WATER"
ON COVER

PROVIDE 18" DIA.  CONC. COLLAR
AROUND ALL  VALVE BOXES

METER SUPPLIED
BY CITY

METER SETTER

VALVE BOX ,
SEE GATE VALVE
DETAIL

CONTINUOUS TRACER WIRE
12 GAUGE SOLID COATED COPPER

 (BLUE JACKET) 6" ABOVE PIPE

4" MIN.
CLEAR.

4" MIN. CLEAR.

2" MIP x QUICK JOINT

2" X 24" BRASS
NIPPLE TAIL PIECE2" MIP x QUICK JOINT

2-INCH BALL VALVE

NOTES:

1. COORDINATE INSTALLATION AND CONFIGURATIONOF ALL
1-1/2" AND LARGER METER SETTINGS WITH THE CITY.

2. ALL METER BOXES SHALL BE INSTALLED IN NON-PAVED
AREAS.  ANY METER BOX THAT GETS PLACED IN A PAVED
AREA SHALL BE RELOCATED AT THE OWNER'S EXPENSE
BEFORE A WATER METER WILL BE INSTALLED.

3. SUPPORT METER INSTALLATION WITH 1"x24" SCH40 PVC
THROUGH EACH BRACE EYE.

METER BOX ASSEMBLY
DFW PLASTICS

WATER
MAIN

2" WATER SERVICE AND WATER METER

BRACE EYE w/ 24"
OF 1" SCH 40 PVC (x2)

WATER AND
SEWER
DETAILS
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DETENTION

BASIN

MULCH BEAD

MULCH BEAD

MULCH BEAD
MULCH BEAD

MULCH BEAD

NEW BUILDING
1 STORY

(7,500 SQ. FT.)
FF: 398.75'

PLANT SCHEDULE 

TREES

SHRUBS

CODE

WO

BW

DN

QTY

2

19

6

COMMON

WILLOW OAK

BOXWOOD

DWARF NANDINA

SCIENTIFIC NAME

QUERCUS PHELLOS

BUSUS SEMPERVIRENS

N. DOMESTICA "HARBOUR DWARF"

CAL / SIZE

5 GAL (MAX 30" TALL AT INSTALLATION)

3 GAL

MIN. 3" DIAMETER @ BASE AND 12' TALL

GROUND COVER

SYMBOLPLANT TYPE

BEDDING MU 1,392 MULCHWOOD CHIP

LANDSCAPE
PLAN
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1" = 20'-0"

LANDSCAPE PLAN SCALE  1" = 20'

A. THE CONTRACTOR WILL BE HELD SOLELY RESPONSIBLE FOR DAMAGES
     OCCURRING TO ANY PROPERTY DURING THE CONSTRUCTION OF THIS
     PROJECT. SAID CONTRACTOR SHALL TAKE ALL NECESSARY
     PRECAUTIONS TO PREVENT PROPERTY DAMAGE.

B. IN ACCORDANCE WITH GENERALLY ACCEPTED CONSTRUCTION PRACTICES,
     THE CONTRACTOR WILL SOLELY AND COMPLETELY BE RESPONSIBLE FOR
     CONDITIONS OF THE JOB SITE, INCLUDING SAFETY WORK. THIS REQUIREMENT
     WILL APPLY CONTINUOUSLY AND WILL NOT BE LIMITED TO NORMAL WORKING
     HOURS.

     THE DUTY OF BRYANT   TO CONDUCT CONSTRUCTION
     INSPECTION REVIEWS OF THE CONTRACTOR'S PERFORMANCE IS NOT
     AN INSPECTION OR REVIEW OF THE ADEQUACY OF THE CONTRACTOR'S
     SAFETY MEASURES IN, ON, OR NEAR THE CONSTRUCTION SITE.

C. ALL WATER AND SEWER IMPROVEMENTS SHALL BE CONSTRUCTED IN
     ACCORDANCE WITH THE LATEST REVISION TO THE CITY OF BRYANT'S

WATER AND WASTEWATER (SANITARY SEWER) STANDARD SPECIFICATIONS.

D. THE CONTRACTOR IS SPECIFICALLY CAUTIONED THAT THE LOCATION
     AND/OR ELEVATION OF EXISTING UTILITIES AS SHOWN ON THESE PLANS IS
    BASED ON RECORDS OF THE VARIOUS UTILITY COMPANIES AND, WHERE
     POSSIBLE, MEASUREMENTS TAKEN IN THE FIELD. THE INFORMATION IS NOT
     TO BE RELIED ON AS BEING EXACT OR COMPLETE. THE CONTRACTOR MUST
     CALL THE APPROPRIATE UTILITY COMPANY AT LEAST 48 HOURS BEFORE
     ANY EXCAVATION TO REQUEST EXACT FIELD LOCATION OF ALL UTILITIES.
    IT SHALL BE THE RESPONSIBILITY OF THE CONTRACTOR TO LOCATE ALL
     EXISTING UTILITIES WHICH CONFLICT WITH PROPOSED IMPROVEMENTS
    SHOWN ON THE PLAN.

E. CONTRACTOR IS TO REMOVE AND DISPOSE OF ALL DEBRIS, RUBBISH, AND
     OTHER MATERIALS RESULTING FROM PREVIOUS AND CURRENT DEMOLITION
     OPERATIONS. DISPOSAL WILL BE IN ACCORDANCE WITH ALL LOCAL, STATE
     AND/OR FEDERAL REGULATIONS GOVERNING SUCH OPERATIONS.

F. PRIOR TO INSTALLATION OF ANY UTILITIES, THE CONTRACTOR IS TO
     EXCAVATE, VERIFY AND CALCULATE ALL CROSSINGS AND INFORM ANY AND
     ALL UTILITIES OF ANY CONFLICTS PRIOR TO CONSTRUCTION.

G. CONSTRUCTION SHALL NOT START ON ANY WATER UTILITY TIE-INS UNTIL
     APPROVAL IS GIVEN BY BRYANT WATER. SAID CONTRACTOR
     SHALL NOT OPERATE ANY VALVE, HYDRANT, OR WATER UTILITY APPURTENANCE
     NOR SHALL HE ATTACH TO OR TAP ANY WATER UTILITY MAIN WITHOUT
     APPROVAL. THE CONTRACTOR SHALL BEAR THE COST AND CONSEQUENCE OF
     ANY DISRUPTION OF UTILITY OPERATION CAUSED BY CONSTRUCTION.

H. FIBER OPTIC CABLE ON AND/OR ADJACENT TO THIS SITE WERE NOT LOCATED
     BY THE SURVEY AND ARE NOT SHOWN. IT IS THE RESPONSIBILITY OF THE
     CONTRACTOR TO LOCATE ANY FIBER OPTIC CABLES ASSOCIATED WITH THIS
     SITE AND TAKE ALL NECESSARY AND REQUIRED PRECAUTIONS TO PROTECT
     ANY EXISTING FIBER OPTIC CABLES. CONTRACTORS SHALL COORDINATE ALL
     EFFORTS WITH OWNER OF FIBER OPTIC CABLES OR THEIR DESIGNATED
     REPRESENTATIVE.

J. THE CONTRACTOR IS RESPONSIBLE FOR CONTACTING "ONECALL" SERVICE
    TO MARK ALL UTILITIES PRIOR TO ANY DEMOLITION, EARTHWORK, OR UTILITY
     WORK ON THIS SITE.

GENERAL CONSTRUCTION NOTES
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1. ALL LANDSCAPED AREAS OF THE SITE SHALL BE CONSTRUCTED WITH AN AUTOMATIC SPRINKLER IRRIGATION SYSTEM AS
PART OF THE LANDSCAPING SUBCONTRACT.

2. GENERAL CONTRACTOR SHALL PROVIDE SCHEDULE 40 PVC SLEEVING 4" OR 6" UNDER ALL DRIVES AND PAVED AREAS FOR IRRIGATION
SLEEVING SHALL BE BURIED A MINIMUM OF 18" BELOW GRADE AND THE ENDS OF THE SLEEVES CLEARLY MARKED BY THE
GENERAL CONTRACTOR AND SHALL EXTEND OUT A MINIMUM OF 18" PAST ANY CURB OR PAVING.

3. PROVIDE 3" DEPTH OF MULCH IN ALL LANDSCAPED ISLANDS AND BEDS LOCATED ALONG THE BUILDING.
4. PROVIDE 3" DEPTH OF MULCH AND METAL EDGING FOR LANDSCAPE NOT ADJACENT TO THE BUILDING.
5. LANDSCAPED AREAS TO BE AMENDED WITH 4" OF TOPSOIL, SCARIFY SOIL 3" PRIOR TO APPLICATION. ALL TOP SOIL SHALL

BE PLACED IN COORDINATION WITH GRADING AND DRAINAGE PLANS TO ENSURE THAT THE GRADING AND DRAINAGE DESIGN FOR THE
SITE IS MAINTAINED AFTER BEING SODDED OR SEEDED. EXISTING SOIL FROM THE SITE CAN BE STOCK PILED AND REUSED AS LONG AS
IT IS OF QUALITY THAT ENCOURAGES ADEQUATE GROWTH OF PLANTING MATERIAL. THE CONTRACTOR IS RESPONSIBLE FOR ANY SOIL
TESTING THAT MAY BE REQUIRED.

6. ALL DISTRUBED AREAS ARE TO BE SODDED OR SEEDED, FERTILIZED, AND WATERED.
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DETENTION

BASIN NEW BUILDING
1 STORY

(7,500 SQ. FT.)
FF: 398.75'

CONSTRUCTION ENTRANCE
W/ DESIGNATED SIGN @ ROAD

PROVIDE SITE SWPPP NOTICE
& RAIN GAUGE

PROVIDE A DESIGNATED
CONCRETE WASHOUT

INSTALL HAY BALES OR
STORM WATTLES FOR
SEDIMENT FILTRATIONS
ALONG DRAINAGE DITCH

INSTALL HAY BALES OR
STORM WATTLES FOR
SEDIMENT FILTRATIONS
ALONG DRAINAGE DITCH

50'-0" LONG x 25'-0" WIDE x 6" THICK
2" - 3" DIAMETER STONESPAVED SURFACE

COMPACTED
SUBGRADE

GEOTEXTILE FABRIC
UNDER STONE

NEW CONSTRUCTION

50'-0"
2" - 3" DIAMETER CLEAN STONE

CONSTRUCTION ENTRANCE

25
'-0

"

SILT FENCE

NOTES AND SPECIFICATIONS:WOVEN WIRE FENCE
MAX 14 1/52" GA.
MAX 6" MESH SPACING

FILTER FABRIC ATTACHED
TO WOVEN WIRE ON
UPSTREAM SIDE OF FENCE

RUNOFF

EMBED MIN. 10" OF FILTER
FABRIC INSIDE 6" WIDE x
8" DEEP TRENCH. BACKFILL
WITH NATIVE SOIL

NOT TO SCALE

3'
-0

"
1'

-6
" M

IN

1. POSTS SHALL BE A MINIMUM OF 36 INCHES CONSTRUCTED OF EITHER OF
    THE FOLLOWING MATERIALS: STEEL "T" OR "U" TYPE, OR 2" x 2" HARDWOOD.
2. WOVEN WIRE USED AS ADDITIONAL FENCE SUPPORT SHALL BE MINIMUM 14.5
    GA. WITH 6" MAXIMUM SPACING.
3. WOVEN WIRE SHALL BE PLACED ALONG THE UPHILL SIDE OF THE FENCE AND
    FASTENED WITH WIRE TIES OR 1" STAPLES ALONG THE UPHILL SIDE OF THE
    POSTS.
4. FILTER FABRIC SHALL BE FASTENED TO WOVEN WIRE ACCORDING TO
    MANUFACTURER'S RECOMMENDATION, OR WITH TIES EVERY 24" AT THE TOP
    AND MID-SECTIONS.
5. WHERE TWO PIECES OF FILTER FABRIC ADJOIN EACH OTHER THEY SHALL BE
    OVERLAPPED BY 6 INCHES AND FOLDED TOGETHER.
6. WHERE TWO POSTS MEET TO JOIN FENCE SECTIONS, THE TOPS OF THE
    POSTS SHALL BE SECURED TOGETHER WITH WIRE.
7. THE FENCE SHALL BE CONSTRUCTED ALONG THE CONTOUR AS MUCH AS
    POSSIBLE.
8. ENDS OF FENCES SHALL BE EXTENDED UP THE SLOPE TO PRVENT RUNOFF
    FROM MIGRATING AROUND THE END OF THE FENCE.
9. INSPECTION OF THE FENCE SHALL BE PERFORMED WEEKLY, OR
    IMMEDIATELY AFTER A RAIN EVENT, OR WHEN BULGES APPEAR IN THE FENCE.
    ACCUMALTED SILT SHALL NOT BE ALLOWED TO EXCEED HALF THE HEIGHT OF
    THE FABRIC. REPAIR AND OR REPLACMENT OF DAMAGED FENCE SHALL BE
    COMPLETED PROMPTLY.
10. ACCUMULATED SILT SHALL BE REMOVED AND DISPOSED OF IN AN APPROVED
    SITE IN SUCH A MANNER THAT IT WILL NOT CONTRIBUTE TO OFF-SITE
    SILTATION.
11. ALL FENCING SHALL BE REMOVED WITH THE CONSTRUCTION SITE IS FULLY
    STABLIZED SO AS TO NOT IMPEDE STORM FLOW OR DRAINAGE.
12. PRE-FRABRICATED UNITS DO NOT REQUIRE THE USE OF WOVEN WIRE
    FENCE.
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A. THE CONTRACTOR WILL BE HELD SOLELY RESPONSIBLE FOR DAMAGES
     OCCURRING TO ANY PROPERTY DURING THE CONSTRUCTION OF THIS
     PROJECT. SAID CONTRACTOR SHALL TAKE ALL NECESSARY
     PRECAUTIONS TO PREVENT PROPERTY DAMAGE.

B. IN ACCORDANCE WITH GENERALLY ACCEPTED CONSTRUCTION PRACTICES,
     THE CONTRACTOR WILL SOLELY AND COMPLETELY BE RESPONSIBLE FOR
     CONDITIONS OF THE JOB SITE, INCLUDING SAFETY WORK. THIS REQUIREMENT
     WILL APPLY CONTINUOUSLY AND WILL NOT BE LIMITED TO NORMAL WORKING
     HOURS.

     THE DUTY OF BRYANT   TO CONDUCT CONSTRUCTION
     INSPECTION REVIEWS OF THE CONTRACTOR'S PERFORMANCE IS NOT
     AN INSPECTION OR REVIEW OF THE ADEQUACY OF THE CONTRACTOR'S
     SAFETY MEASURES IN, ON, OR NEAR THE CONSTRUCTION SITE.

C. ALL WATER AND SEWER IMPROVEMENTS SHALL BE CONSTRUCTED IN
     ACCORDANCE WITH THE LATEST REVISION TO THE CITY OF BRYANT'S

WATER AND WASTEWATER (SANITARY SEWER) STANDARD SPECIFICATIONS.

D. THE CONTRACTOR IS SPECIFICALLY CAUTIONED THAT THE LOCATION
     AND/OR ELEVATION OF EXISTING UTILITIES AS SHOWN ON THESE PLANS IS
    BASED ON RECORDS OF THE VARIOUS UTILITY COMPANIES AND, WHERE
     POSSIBLE, MEASUREMENTS TAKEN IN THE FIELD. THE INFORMATION IS NOT
     TO BE RELIED ON AS BEING EXACT OR COMPLETE. THE CONTRACTOR MUST
     CALL THE APPROPRIATE UTILITY COMPANY AT LEAST 48 HOURS BEFORE
     ANY EXCAVATION TO REQUEST EXACT FIELD LOCATION OF ALL UTILITIES.
    IT SHALL BE THE RESPONSIBILITY OF THE CONTRACTOR TO LOCATE ALL
     EXISTING UTILITIES WHICH CONFLICT WITH PROPOSED IMPROVEMENTS
    SHOWN ON THE PLAN.

E. CONTRACTOR IS TO REMOVE AND DISPOSE OF ALL DEBRIS, RUBBISH, AND
     OTHER MATERIALS RESULTING FROM PREVIOUS AND CURRENT DEMOLITION
     OPERATIONS. DISPOSAL WILL BE IN ACCORDANCE WITH ALL LOCAL, STATE
     AND/OR FEDERAL REGULATIONS GOVERNING SUCH OPERATIONS.

F. PRIOR TO INSTALLATION OF ANY UTILITIES, THE CONTRACTOR IS TO
     EXCAVATE, VERIFY AND CALCULATE ALL CROSSINGS AND INFORM ANY AND
     ALL UTILITIES OF ANY CONFLICTS PRIOR TO CONSTRUCTION.

G. CONSTRUCTION SHALL NOT START ON ANY WATER UTILITY TIE-INS UNTIL
     APPROVAL IS GIVEN BY BRYANT WATER. SAID CONTRACTOR
     SHALL NOT OPERATE ANY VALVE, HYDRANT, OR WATER UTILITY APPURTENANCE
     NOR SHALL HE ATTACH TO OR TAP ANY WATER UTILITY MAIN WITHOUT
     APPROVAL. THE CONTRACTOR SHALL BEAR THE COST AND CONSEQUENCE OF
     ANY DISRUPTION OF UTILITY OPERATION CAUSED BY CONSTRUCTION.

H. FIBER OPTIC CABLE ON AND/OR ADJACENT TO THIS SITE WERE NOT LOCATED
     BY THE SURVEY AND ARE NOT SHOWN. IT IS THE RESPONSIBILITY OF THE
     CONTRACTOR TO LOCATE ANY FIBER OPTIC CABLES ASSOCIATED WITH THIS
     SITE AND TAKE ALL NECESSARY AND REQUIRED PRECAUTIONS TO PROTECT
     ANY EXISTING FIBER OPTIC CABLES. CONTRACTORS SHALL COORDINATE ALL
     EFFORTS WITH OWNER OF FIBER OPTIC CABLES OR THEIR DESIGNATED
     REPRESENTATIVE.

J. THE CONTRACTOR IS RESPONSIBLE FOR CONTACTING "ONECALL" SERVICE
    TO MARK ALL UTILITIES PRIOR TO ANY DEMOLITION, EARTHWORK, OR UTILITY
     WORK ON THIS SITE.
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EROSION & SEDIMENT CONTROL PLAN SCALE  1" = 20"

1. TEMPORARY STABILIZATION PRACTICES WILL NOT BE REQUIRED. WORK WILL BE CONTINUOUS AND DISTURBED
AREA REVEGITATED IN A TIMELY MANNER. SEE SWPPP FOR SEEDING MIXES.

2. PERMANENT STABILIZATION OF ALL DISTURBED AREAS ARE TO BE SEEDED, FERTILIZED, WATERED AND COVERED WITH STRAW
UNLESS OTHERWISE NOTED ON PLANS TO BE HYDROSEEDED.

3. CONTRACTOR TO SHOW CONCRETE WASH OUT SUMP, ENTRANCE/EXIT PAD AND OTHER CONTROLS AS REQUIRED/NEEDED AS SWPPP
SITE MAP IS UPDATED THROUGHOUT THE DURATION OF THE PROJECT.

NOTES (GENERAL):
1. SEE EROSION CONTROL DETAILS IN SWPPP FOR EROSION CONTROL FACILITIES.
2. SEE SWPPP FOR INSTALLATION, MAINTENANCE, INSPECTION, AND RECORD KEEPING REQUIREMENTS.
3. CONTRACTOR SHALL SHOW EROSION CONTROL MEASURE ON SITE MAP.
4. EROSION AND SEDIMENT CONTROL STRUCTURES TO MEET SWPPP DETAILS - APPENDIX D
5. INSTALL ROCK DITCH, CHECK, OR SAND BAG CHECKS AS NECESSARY TO PREVENT SCOUR UNTIL

LANDSCAPING IS ESTABLISHED.
6. CONTRACTOR MUST PLACE SEDIMENT BASIN WITH SEDIMENT FENCE OUTLET FOR ANY SEDIMENT

CONTAMINATED DEWATERING DISCHARGE.
7. FINAL SLOPE WILL BE SAME DIRECTION AS EXISTING SLOPE.

LEGEND
DISTURBED AREA

UNDISTURBED AREA

SEDIMENT FENCE WITH WIRE BACKING

DRAINAGE DIRECTION
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WEST ELEVATION SCALE: 1/4"=1'-0"


	Sheets and Views
	Abby Road Design file 2 Garrett-COVER SHEET
	Abby Road Design file 2 Garrett-SITE PLAN
	Abby Road Design file 2 Garrett-SITE DETAILS
	Abby Road Design file 2 Garrett-GRADING PLAN
	Abby Road Design file 2 Garrett-UTILITY PLAN
	Abby Road Design file 2 Garrett-WATER AND SEWER DETAILS
	Abby Road Design file 2 Garrett-LANDSCAPE PLAN
	Abby Road Design file 2 Garrett-SWPPP

	Sheets and Views
	(Current) 2215 Abby Road-A2.0
	(Current) 2215 Abby Road-A2.1


