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AutoCAD SHX Text
Telephone Pedistal

AutoCAD SHX Text
Found Monument (Labeled)

AutoCAD SHX Text
Computed Corner

AutoCAD SHX Text
Legend

AutoCAD SHX Text
Water Meter Box

AutoCAD SHX Text
Sanitary Sewer Manhole

AutoCAD SHX Text
Guy Wire

AutoCAD SHX Text
S

AutoCAD SHX Text
D

AutoCAD SHX Text
422.00 TC

AutoCAD SHX Text
TOP OF CURB ELEVATION

AutoCAD SHX Text
422.00 GU

AutoCAD SHX Text
CURB GUTTER ELEVATION

AutoCAD SHX Text
422.00 TP

AutoCAD SHX Text
TOP OF PAVEMENT ELEVATION

AutoCAD SHX Text
PROPOSED CONTOUR

AutoCAD SHX Text
EXISTING CONTOUR

AutoCAD SHX Text
422.00 SW

AutoCAD SHX Text
TOP OF SIDWALK

AutoCAD SHX Text
Utility Pole

AutoCAD SHX Text
Storm Drainage Manhole

AutoCAD SHX Text
Overhead Electric

AutoCAD SHX Text
Wire / Chainlink Fence

AutoCAD SHX Text
Telephone

AutoCAD SHX Text
Gas Line

AutoCAD SHX Text
Sanitary Sewer

AutoCAD SHX Text
Water Line

AutoCAD SHX Text
Fiber Optic Line

AutoCAD SHX Text
Underground Powerline

AutoCAD SHX Text
W

AutoCAD SHX Text
Property Boundary

AutoCAD SHX Text
Center line

AutoCAD SHX Text
Road Right of Way

AutoCAD SHX Text
Sheet:

AutoCAD SHX Text
of

AutoCAD SHX Text
Date:

AutoCAD SHX Text
Scale:

AutoCAD SHX Text
No.

AutoCAD SHX Text
Revisions

AutoCAD SHX Text
Date

AutoCAD SHX Text
Prepared For:

AutoCAD SHX Text
1" = 30'

AutoCAD SHX Text
( IN FEET )

AutoCAD SHX Text
GRAPHIC SCALE

AutoCAD SHX Text
0

AutoCAD SHX Text
1 inch = 30 ft.

AutoCAD SHX Text
( IN FEET )

AutoCAD SHX Text
GRAPHIC SCALE

AutoCAD SHX Text
0

AutoCAD SHX Text
3

AutoCAD SHX Text
DEMOLITION PLAN

AutoCAD SHX Text
13

AutoCAD SHX Text
A

AutoCAD SHX Text
R

AutoCAD SHX Text
K

AutoCAD SHX Text
A

AutoCAD SHX Text
N

AutoCAD SHX Text
S

AutoCAD SHX Text
A

AutoCAD SHX Text
S

AutoCAD SHX Text
Engineering,

AutoCAD SHX Text
Richardson

AutoCAD SHX Text
PLLC

AutoCAD SHX Text
No. 2519

AutoCAD SHX Text
C

AutoCAD SHX Text
E

AutoCAD SHX Text
R

AutoCAD SHX Text
T

AutoCAD SHX Text
I

AutoCAD SHX Text
F

AutoCAD SHX Text
I

AutoCAD SHX Text
C

AutoCAD SHX Text
F

AutoCAD SHX Text
O

AutoCAD SHX Text
E

AutoCAD SHX Text
T

AutoCAD SHX Text
A

AutoCAD SHX Text
A

AutoCAD SHX Text
U

AutoCAD SHX Text
T

AutoCAD SHX Text
H

AutoCAD SHX Text
O

AutoCAD SHX Text
R

AutoCAD SHX Text
I

AutoCAD SHX Text
Z

AutoCAD SHX Text
N

AutoCAD SHX Text
O

AutoCAD SHX Text
I

AutoCAD SHX Text
T

AutoCAD SHX Text
A

AutoCAD SHX Text
A

AutoCAD SHX Text
R

AutoCAD SHX Text
K

AutoCAD SHX Text
A

AutoCAD SHX Text
N

AutoCAD SHX Text
S

AutoCAD SHX Text
A

AutoCAD SHX Text
S

AutoCAD SHX Text
Engineering,

AutoCAD SHX Text
Richardson

AutoCAD SHX Text
PLLC

AutoCAD SHX Text
No. 2519

AutoCAD SHX Text
C

AutoCAD SHX Text
E

AutoCAD SHX Text
R

AutoCAD SHX Text
T

AutoCAD SHX Text
I

AutoCAD SHX Text
F

AutoCAD SHX Text
I

AutoCAD SHX Text
C

AutoCAD SHX Text
F

AutoCAD SHX Text
O

AutoCAD SHX Text
E

AutoCAD SHX Text
T

AutoCAD SHX Text
A

AutoCAD SHX Text
A

AutoCAD SHX Text
U

AutoCAD SHX Text
T

AutoCAD SHX Text
H

AutoCAD SHX Text
O

AutoCAD SHX Text
R

AutoCAD SHX Text
I

AutoCAD SHX Text
Z

AutoCAD SHX Text
N

AutoCAD SHX Text
O

AutoCAD SHX Text
I

AutoCAD SHX Text
T

AutoCAD SHX Text
A

AutoCAD SHX Text
60

AutoCAD SHX Text
30

AutoCAD SHX Text
30

AutoCAD SHX Text
90

AutoCAD SHX Text
DEMO NOTES: 1) QUANTITATIVE AREAS ARE APPROXIMATE, TO BE VERIFIED BY THE DEMOLITION CONTRACTOR.

AutoCAD SHX Text
4/3/2025

AutoCAD SHX Text
COLLECTIVE CHURCH

AutoCAD SHX Text
PROPOSED BUILDING & PARKING BRYANT, ARKANSAS, ARKANSASARKANSAS

AutoCAD SHX Text
COLLECTIVE CHURCH 3230 MARKET PLACE AVE, SUITE 2 BRYANT, AR 72022

AutoCAD SHX Text
PROJECT #:

AutoCAD SHX Text
023-065



S
2°

19
'1

1"
W

  7
40

.6
2'

 (
M

)
S

2°
20

'2
4"

W
  7

40
.8

2'
 (

P
)

HUNTER
CROSSING

SUBDIVISION
PHASE 2

LOT 4
3.49 ACRES

151842 Sq. Ft.

PAVEMENT SECTION

12" MIN SUBGRADE COMPACTED TO 98% STANDARD DENSITY
(SUBGRADE MATERIAL AND THICKNESS SUBJECT TO
GEOTECHNICAL ENGINEER'S RECOMMENDATIONS)

LIGHT DUTY SECTION
TYPE "A"    ASPHALT

3 INCHES SURFACE COURSE
8 INCHES CRUSHED STONE BASE COURSE (98% MP) (AHTD CLASS 7)

2' 0" CONCRETE
COMBINATION

CURB & GUTTER
CURB & GUTTER
DETAIL  REFER TO
GRADING PLAN

6"

1'
-0

"

CLASS 7 MATERIAL
MIN. 3" COMP DEPTH

SUBGRADE COMPACTED
TO 98% STANDARD
PROCTOR DENSITY.

TYPICAL CURB & GUTTER DETAIL
N.T.S.

12" MIN SUBGRADE COMPACTED TO 98% STANDARD DENSITY
(SUBGRADE MATERIAL AND THICKNESS SUBJECT TO
GEOTECHNICAL ENGINEER'S RECOMMENDATIONS)

HEAVY DUTY SECTION
TYPE "B"  ASPHALT

1.5 INCHES HMAC SURFACE COURSE

8 INCHES CRUSHED STONE BASE COURSE ( 98% MP) (AHTD CLASS 7)
2.5 INCHES BINDER COURSE

* PAVEMENT SECTION SUBJECT TO
GEOTECHNICAL ENGINEER'S RECOMMENDATIONS.
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SEWER NOTES: 1.)  ALL CONSTRUCTION AND MATERIALS TO MEET OR EXCEED CITY OF BRYANT' SPECIFICATIONS.  BRYANT' SPECIFICATIONS.  ' SPECIFICATIONS.  2.)  ALL SERVICE LINES SHALL BE 4" SDR-21 OR SCH 40 PVC OR AS SPECIFIED ON THE DESIGN DRAWINGS.  3.)  CONTRACTOR TO VERIFY METHOD OF CONNECTION WITH THE UTILITY OWNER PRIOR TO CONSTRUCTION. 4)  ATTENTION IS CALLED TO CONSTRUCTION DETAILS FOR ADDITIONAL INFORMATION.  5)  CONTRACTOR TO ADHERE TO CURRENT OSHA REGULATIONS INCLUDING EXCAVATION & TRENCH SAFETY. 6)  BACKFILL FOR ALL DISTURBED (EXCAVATED) AREAS SHALL BE IN ACCORDANCE WITH     CITY OF BRYANT STANDARD SPECS. BRYANT STANDARD SPECS.  STANDARD SPECS. 7) A 2-WAY CLEANOUT WITH BACKFLOW PREVENTER SHALL BE INSTALLED WITHIN 5 FEET OF THE BUILDING.   DIRECTIONALY, THE CLEANOUT MUST SWEEP AWAY FROM THE VALVE TO PREVENT DAMAGE TO THE   BACKFLOW PREVENTER. 
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WATER NOTES: : 1.)  ALL CONSTRUCTION AND MATERIALS TO MEET OR EXCEED CITY OF BRYANT SPECIFICATIONS. CITY OF BRYANT SPECIFICATIONS. BRYANT SPECIFICATIONS.  SPECIFICATIONS. SPECIFICATIONS. . 2.)  ALL SERVICE LINES AND METER SETTINGS SHALL BE AS PER CITY OF BRYANT SPECS. .)  ALL SERVICE LINES AND METER SETTINGS SHALL BE AS PER CITY OF BRYANT SPECS. AND METER SETTINGS SHALL BE AS PER CITY OF BRYANT SPECS. SHALL BE AS PER CITY OF BRYANT SPECS. CITY OF BRYANT SPECS. BRYANT SPECS.  SPECS. SPECS. . 3.)  12ga BLUE COATED COPPER TRACING WIRE TO BE INSTALLED WITH ALL WATERLINES (MAINS & SERVICES). .)  12ga BLUE COATED COPPER TRACING WIRE TO BE INSTALLED WITH ALL WATERLINES (MAINS & SERVICES). 2ga BLUE COATED COPPER TRACING WIRE TO BE INSTALLED WITH ALL WATERLINES (MAINS & SERVICES). ga BLUE COATED COPPER TRACING WIRE TO BE INSTALLED WITH ALL WATERLINES (MAINS & SERVICES). 4.)  ALL FITTINGS SHALL BE DUCTILE IRON M.J. (WHERE AVAILABLE). .)  ALL FITTINGS SHALL BE DUCTILE IRON M.J. (WHERE AVAILABLE). 5.)  ATTENTION IS CALLED TO CONSTRUCTION DETAILS FOR ADDITIONAL INFORMATION. .)  ATTENTION IS CALLED TO CONSTRUCTION DETAILS FOR ADDITIONAL INFORMATION. 6.)  MINIMUM SEPARATION BETWEEN WATERLINES & SEWERLINES SHALL BE 10'. .)  MINIMUM SEPARATION BETWEEN WATERLINES & SEWERLINES SHALL BE 10'. . 7.)  MINIMUM VERTICAL SEPARATION BETWEEN WATERLINE & SEWERLINE CROSSINGS SHALL BE 18" (WATER ON TOP).  .)  MINIMUM VERTICAL SEPARATION BETWEEN WATERLINE & SEWERLINE CROSSINGS SHALL BE 18" (WATER ON TOP).   (WATER ON TOP).  (WATER ON TOP).  8.)  CONTRACTOR SHALL ADHERE TO CURRENT OSHA REGULATIONS INCLUDING EXCAVATION & TRENCH SAFETY. .)  CONTRACTOR SHALL ADHERE TO CURRENT OSHA REGULATIONS INCLUDING EXCAVATION & TRENCH SAFETY.  INCLUDING EXCAVATION & TRENCH SAFETY. EXCAVATION & TRENCH SAFETY. 9.) STREET CROSSINGS TO MEET BRYANT STREET DEPT SPECIFICATIONS.  .) STREET CROSSINGS TO MEET BRYANT STREET DEPT SPECIFICATIONS.  STREET CROSSINGS TO MEET BRYANT STREET DEPT SPECIFICATIONS.  BRYANT STREET DEPT SPECIFICATIONS.   STREET DEPT SPECIFICATIONS.  10.)  CONTRACTOR TO ADHERE TO AWWA SPECS FOR BLOCKING AND ANCHORING. 0.)  CONTRACTOR TO ADHERE TO AWWA SPECS FOR BLOCKING AND ANCHORING. .)  CONTRACTOR TO ADHERE TO AWWA SPECS FOR BLOCKING AND ANCHORING.  AND ANCHORING. . 11.) ON-SITE FIRE HYDRANTS SHALL BE PER CITY OF BRYANT SPECIFICATIONS.BRYANT SPECIFICATIONS. SPECIFICATIONS.
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SANITARY SEWER: BRYANT SEWER DEPARTMENT  SEWER DEPARTMENT 1019 S.W. 2ND ST. BRYANT, AR 72022 501-943-0469 WATER: BRYANT WATER DEPARTMENT  WATER DEPARTMENT 210 S.W. 3RD ST. BRYANT, AR 72022 501-943-0441 ELECTRIC: ENTERGY 425 W. CAPITAL AVE. LITTLE ROCK, AR 72201 1-800-368-3749 NATURAL GAS: SUMMIT 400 WEST CAPITOL #600 LITTLE ROCK, ARKANSAS 888-498-0409
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GENERAL NOTES: : 1.)  SURVEYING PROVIDED BY RASBURRY SURVEYING LLC. 2.)  PAVEMENT SHALL BE CONSTRUCTED IN ACCORDANCE WITH THIS PLAN  AND BASED ON GEOTECHNICAL ANALYSIS OF THE SOIL CONDITIONS. 3.)  ATTENTION IS CALLED TO CONSTRUCTION DETAILS FOR ADDITIONAL  INFORMATION.  INFORMATION.  4.)  CONSTRUCTION SITE SHALL ADHERE TO BRYANT STORMWATER REQUIREMENTS, AND BRYANT STORMWATER REQUIREMENTS, AND  STORMWATER REQUIREMENTS, AND SHALL MEET ALL APPLICABLE ADEQ STANDARDS FOR EROSION CONTROL MEASURES. 5.)  ALL UTILITIES TO BE LOCATED PRIOR TO CONSTRUCTION (ONE CALL, CITY, ETC.)  6.)  CONTRACTOR TO ADHERE TO CURRENT OSHA REGULATIONS INCLUDING EXCAVATION & TRENCH SAFETY.  7.)  THE APPROXIMATE LOCATION OF KNOWN SURFACE AND SUBSURFACE STRUCTURES, THE APPROXIMATE LOCATION OF KNOWN SURFACE AND SUBSURFACE STRUCTURES, PIPES, POWER, GAS, PHONE, ETC. ARE SHOWN ON THE DESIGN DRAWINGS. THE  CONTRACTOR SHALL BE RESPONSIBLE FOR DETERMINING THE EXACT LOCATION OF THE AFOREMENTIONED ITEMS, SHOWN AND NOT SHOWN. 
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