
Bryant Planning Commission Meeting
Monday, March 9th, 2020

6:00 p.m.
Boswell Municipal Complex-City Hall Courtroom

Agenda

CALL TO ORDER

l Chairman to call the meeting to order. 
l Secretary calls roll 

ANNOUNCEMENTS 

APPROVAL OF MINUTES

Planning Commission Minutes 02-10-20

Planning Commission Meeting Minutes 2-10-2020.docx

DRC REPORT

Denny's Restaurant 
Ziglin Signs - Requesting Sign Permit Approval -  Approved

0255-APP-02.pdf

CARTI Saline County - 3121 N Reynolds Road
Polk Stanley Wilcox - Requesting Approval of Exterior Facade Changes -  Approved

0256-APP-01.pdf
0256-PLN-01.pdf

Crosspointe Church - 401 Reynolds Road
Minton Engineering - Requesting Site Plan Approval -  Approved

0254-PLN-01.pdf

Dawson's Pointe Replat 
Hope Consulting - Requesting Approval for Replat - Recommended Approval 

Autumn Hills Estates - Shobe Road 
Richardson Engineering - Requesting Preliminary Plat Approval and Approval of Waiver -
Recommended Approval, Contingent upon Agreement with City Regarding 
Detention Pond on Corp. Stream

NEW BUSINESS

Dawson's Pointe Replat 
Hope Consulting - Requesting Approval for Replat

0252-PLN-05.pdf

Autumn Hills Estates - Shobe Road 
Richardson Engineering - Requesting Preliminary Plat Approval and Approval for 
Waiver 

0222-PLN-07.pdf
0222-WVR-01.pdf

DIRECTOR'S REPORT
Truett Smith - Director of Planning and Community Development

ADJOURNMENT
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Bryant Planning Commission Meeting
Monday, February 10th, 2020

6:00 p.m.

Boswell Municipal Complex-City Hall Courtroom

 
CALL TO ORDER

 Chairman Jim Erwin calls the meeting to order.
 Commissioners Present: Statton, Brunt, Johnson, Erwin, Poe, Burgess, Penfield
 Commissioners Absent: Mayfield

 APPROVAL OF MINUTES

 Motion to approve minutes for Bryant Planning Commission Meeting on January 13th, 2020 
made by Commissioner Statton and Seconded by Commissioner Brunt.
Voice Vote. 7 yeas and 0 nays. Mayfield Absent.

 
ANNOUNCEMENTS

Chairman Erwin made announcement for everyone to please silence their phones. Then 
asked Vice-Chairman Rick Johnson to read the DRC Report. 

 
DRC REPORT

 Denny's Restaurant - 23236 I-30 N
Kenneth Allen - Requesting Approval for Remodel - Approved

 
Arby's Restaurant - 2903 N. Reynolds
RB American Group - Requesting Approval of Facade Changes – Approved

RJ's Crawfish Shack - 6221 HWY 5
Robert Parker - Requesting Approval for Temporary Business Permit – Approved

Pookies Popcorn - 5311 HWY 5 N STE. 240
Lam Graphics - Requesting Sign Permit Approval – Approved



The Vibe Fit Studio - 5311 HWY 5 N STE. 340
Lam Graphics - Requesting Sign Permit Approval – Approved

Siva Rentals LLC - 5300 HWY 5 N
Terry Burgess Architect - Requesting Approval for Remodel - Approved, Contingent upon Receiving 
Landscape Plan and Updated Site Plan Showing Setbacks and sidewalk.

Springhill Tavern - 2224 Brandon Loop
Michael Bolin and Associates - Requesting Site Plan Approval - Approved, Contingent Upon Receiving
a Copy of Updated Site Plan 

Walmart - 400 Bryant Ave
- Harrison French and Assoc. - Requesting Sign Permit Approval - Approved, Contingent upon 
Corrected Applications Resubmitted to Permitting

2205 E. Meadowbrook St.
Requesting Approval for Conditional Use Permit - Recommended Approval

4108 S. Shobe Road
Tatia Griffin - Requesting Approval for Conditional Use Permit - Recommended Approval

 
Porter Properties - Pikewood Subdivision Lots 49 50, 50
Porter Properties LLC. - Requesting Approval for CU Permits at the following locations: 
- Lot 49 of Pikewood Subdivision - Recommended Approval
- Lot 50 of Pikewood Subdivision - Recommended Approval
- Lot 51 of Pikewood Subdivision - Recommended Approval

 
3908 Logan Ridge Road
Hope Consulting - Requesting Approval for Variance for Setbacks from BZA - Recommendation of No

 
 

PUBLIC HEARING

Chairman Erwin opened the public hearing for each of the following items.

 
4108 S. Shobe Road
Tatia Griffin - Requesting Approval for Conditional Use Permit

Applicant spoke of using the CU permit to live in camping trailer on-site while her home is rebuilt. After 
asking about the sewer hookup and the length of time needed of the house (1 year).  Commissioner 
Erwin called for a Roll Call Vote. 7 yays, 0 nays. Mayfield Absent.



 
2205 E. Meadowbrook St.
Requesting Approval for Conditional Use Permit

Applicant got up and spoke of requesting the CU permit in order to build a duplex in the R-X zoning 
district.  Commissioner Johnson pointed out to the Commission that there are other duplexes within this 
same neighborhood and that duplexes are permitted in this zone with a Conditional Use Permit.  With no 
further questions, Commissioner Erwin called for a Roll Call Vote. 7 yays, 0 nays. Mayfield Absent.

 
Porter Properties - Pikewood Subdivision Lots 49 50, 51
Porter Properties LLC. - Requesting Approval for CU Permits at the Following Locations:
- Lot 49 of Pikewood Subdivision 
- Lot 50 of Pikewood Subdivision 
- Lot 51 of Pikewood Subdivision

Applicant spoke of requesting the CU permits in order to build three duplexes in the R-X zoning district.  
The applicant stated that he has already built many duplexes in that neighborhood and that if approved 
these three duplexes will have the same look as his others.  Commissioner Erwin called for a roll call vote
to approve all three Conditional Use Permits. 7 yays, 0 nays. Mayfield Absent.

Commissioner Penfield made a motion to close the public hearing, Commissioner Poe seconded the 
motion. Voice Vote. 7 yays, 0 nays. Mayfield Absent.

 
NEW BUSINESS

 
Oxford Village PUD - Mt. Caramel Road
Requesting Recommendation for City Council on the Validity of the PUD

This item was removed from agenda by the staff.

 
DIRECTOR'S REPORT
Truett Smith - Director of Planning and Community Development

Director Truett Smith spoke about the new City Seal. He also spoke of Commercial Zoning Changes as 
well as some changes to the Master Transportation Plan. He spoke of having a joint workshop with the 
Commission and City Council, as well as a few public meetings, to gain input on these changes the 
Department is proposing. The Director, on behalf of Mayor Scott invited the Planning Commissioners to 
the City of Bryant Employee Appreciation luncheon. 

 
ADJOURNMENT

Motion to adjourn made by Commissioner Penfield, Seconded by Commissioner Brunt. Meeting was 
adjourned.



__________________________          _____________

Chairman, Jim Erwin                             Date

__________________________          _____________

Secretary, Colton Leonard                    Date



23236 I-30
Bryant, AR 72022

Code changed in 2012
Height of pylon sign can only be 25' OAH or height of building whichever is less.

There is a possibility of getting a variance but not likely
since they are going the other direction with height.

The attached branding package is for conceptual visualization
and is not to be used for scaled elevations or true signage placement.

Subject to change based on modified elevations, municipality code
and sign permit allocations. Site survey required for actual dimensions.
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These (3) awnings are installed over faux windows

12-19-19 remve digital print; add fork & awnings-gp
FD2

1-20-20 Remove Fork, keep FD - IH
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QTY: 2

MANUFACTURING SCOPE
- MANUFACTURE (1) FLAT ACRYLIC FACE SIGN
WITH LED ILLUMINATION AND FIRST SURFACE
TRANSLUCENT GRAPHICS
TOTAL SQFT= 32.0
ACTUAL SQFT= 23.5

INSTALLATION SCOPE
- INSTALL TO FLUSH TO WALL

DTM Gloss
SW Package Black

8'-0"

4'-0"

6 1/2"

8'-0"

4'-0"

MOUNTING BRACKETS FOR
3/16” LAG BOLTS INTO SURFACE

FD2FD1
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Channel Letter Specifications
• .040 Black Aluminum Returns
• .063 Aluminum backs
• Translucent WHITE Plex faces
• White LED Illumination
• 1” Black trim-cap
• Remote power
• Flush mounted to Slat Wall System

ELECTRICAL NOTES
Sign Company DOES NOT provide primary electrical to sign.

Power to the sign must be done by a licensed electrical contractor or licensed electrician.
1. A minimum of one dedicated 120V 20A circuit
2. Junction box installed within 6 feet of sign
3. Three wires: Line, Ground, Neutral

Each sign must have:

4"

N.T.S.

CHANNEL LETTER - TYPICAL SECTION - FRONT-LIT PLASTIC FACE

PRIMARY ELECTRICAL
(NEC 600-5) SEE ELEC. NOTES

.060" ALUMINUM

SELF-TAPPING SCREWS
INTO ALUMINUM SLATS

ALUMINUM
ENCLOSURE

1" TRIMCAP

1/4" DRAIN HOLES
(LETTERS AND RACEWAY)

BONDED CONDUIT

LED

3/16" ACRYLIC

.040" ALUMINUM
4" RETURN

LED POWER SUPPLY

AD LED Illuminated Channel Letters
Scale: 3/4” = 1’-0”

10"

10'-9"
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DENNYS.Bryant.7-11-19

IH

Dan Toohey

Bryant, AR

7-12-19 rev steel dia on pylon-gp
7-12-19 rev back to orig size steel on pylon-gp
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Side ViewShutter Style Awnings
Scale: 1/2” = 1’-0”

Powder Coated RAL #8024 Brown
Powder Coated RAL #1006 Maize Yellow
Powder Coated RAL #9017 Traffic Black

6" slat

1'-0"

1'-3"

Alum. Frame of Awning

1" x 2” alum. tube

"Z" Clip
Tek Screw into bottom
of “Z” Clip

5/16" x 3” Lag Bolt

Lead Shield

Tek Screw into
face of of “Z” Clip

Top & bottom portion of aluminum frame mounted to fascia by drilling
holes into fascia & inserting lead shields into holes. 5/16" lag bolts will
penetrate "Z" clips & will thread into lead shields.
"Z"-clips will be attached to awning frame via Tek screws.

5/16" x 3”
Lag Bolt

Washer

GC may determine to use a different fastening method

1'-0"

WINDOW

.063 Aluminum slats at 30° angle to frame.
Attached to 1” x 1” square tubing studs

2"2" 2"2"
2” WIDER THAN

WINDOW (TYPICAL)

1” x 2” Aluminum tube framing
around perimeter of awning.
All aluminum framing and hardware
painted matte black.

to top of mullion

Varies

3'-7"

QTY: 12 QTY: 6

Scale: NTS

Mounting Detail for Awnings w/ Aluminum Frames

Scale: NTS

Typical Awning Detail

These awning sizes should be confirmed prior to production

(3) of these awnings will go over faux windows on the left elevation

64 1/2"

3'-7"

62”

3'-7"

3'-7"
3'-4"

Note: Accent bump-out &
existing goosenecks

will impede new anwing
from being flush mounted

to wall. Will need to be
addressed

A1 A2
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23236 I-30, Bryant, AR 72022

DENNYS.Bryant.7-11-19

IH

Dan Toohey

Bryant, AR

Existing Conditions Proposed New Cabinet on Existing Steel

7-12-19 rev steel dia on pylon-gp
7-12-19 rev back to orig size steel on pylon-gp
10-23-19 Survey updates - IH
11-21-19 add west elevation-gp
12-18-19 remve fork; add digital print-gp
12-19-19 remve digital print; add fork & awnings-gp
1-20-20 Remove Fork, keep FD - IH

FDP

18’-8”

9’-3”
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DESIGN &
DETAILS

671O

BRYANT, ARKANSAS

CARTI Saline
County

REVISIONS

NUMBER DATE DESCRIPTION

3/8" = 1'-0"

VESTIBULE - PLAN1 3/8" = 1'-0"

VESTIBULE - ELEVATION2 VESTIBULE - 3D AXON3

3/8" = 1'-0"

REAR BUILDING ELEVATION & ADDITIVE ALTERNATE #1 Copy 24

METAL BUILDING GIRT TO SUPPORT 
VESTIBULE STRUCTURE & ROOF. PROVIDE 
FLASHING AS REQUIRED AT ROOF 
TRANSITION.

ROOF OVERHANG TO BE 1'-4" AND 
SLOPED BACK 45 DEGREES TO MEET 
TRANSOM.

REMOVE EXISTING LIGHT FIXTURE.
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LOCATION OF MATERIAL LISTED; PRIMARY 
FINISHES OF ROOM ARE LISTED IN FINISH KEY.

IE: P1 (PAINT, COLOR 1) & WB (WOOD BASE) ARE 
ONLY ON THE WALL HIGHLIGHTED BY DASHED 
LINE. P2 (PAINT, COLOR 2) & RB (RUBBER BASE) 
ARE USED AT ALL OTHER LOCATIONS WITHIN THE 
ROOM. REFER TO INTERIOR ELEVATIONS FOR 
FULL EXTENT OF INTERIOR FINISH INFORMATION.

WALL

P1/WB

CPT

RB/WB
P1/P2

111

RM NM

1. FLOORING MATERIALS DESIGNATED WHEREVER POSSIBLE ON THE DRAWING.  CONTRACTOR TO 
BRING ANY DISCREPANCIES TO THE ATTENTION OF THE DESIGNER TO ENSURE THAT THE 
CORRECT MATERIAL IS INSTALLED.

2. ALL METAL DOOR FRAMES TO BE PAINTED TO MATCH THE ADJACENT WALL COLOR, UNLESS 
NOTED OTHERWISE.

3. ALL FLOOR MATERIALS TRANSITIONS TO OCCUR AT MIDPOINT OF CLOSED DOOR, UNLESS 
NOTED OTHERWISE.

4. ALL FLOORING TO CONTINUE TO THE TOEKICK OF CASEWORK/MILLWORK OR BASE OF WALL.
5. REFER TO INTERIOR ELEVATIONS FOR FULL EXTENT OF INTERIOR FINISH INFORMATION.

6. SEAMING SHOP DRAWINGS TO BE SUBMITTED TO ARCHITECT FOR REVIEW AND APPROVAL 
BEFORE FLOORING INSTALLATION BEGINS.

7. SEE SPECIFICATIONS FOR ELEVATOR CAB INTERIOR FINISHES. VERIFY ALL FINISHES WITH 
ARCHITECT.

8.

9.

REFER TO SPECIFICATIONS FOR FULL DESCRIPTION OF MATERIALS & COLORS.

CT

PORCELAIN TILEPT

SHEET VINYLSV

PTB

INTERIOR LATEX PAINT TO BE USED AT ALL LOCATIONS AS SPECIFIED.  INTERIOR EPOXY PAINT 
TO BE USED AT ALL WET LOCATIONS TO INCLUDE TOILET ROOMS, HOUSEKEEPING & SHOWER 
ROOMS.

RUBBER BASE

PORCELAIN TILE BASE

GLAZED CERAMIC TILE

P1 INTERIOR LATEX PAINT, 
FIELD

P2 INTERIOR LATEX PAINT, 
ACCENT

MODULAR CARPET TILE, 
TYPE 2 (WALK-OFF)CPT2

EP1
INTERIOR EPOXY PAINT, 
MIXING

FLOOR FINISH

BASE FINISH

WALL FINISH

LUXURY VINYL TILELVT

J+J FLOORING GROUP, PATTERN: TIME LAPSE 
7957, COLOR: 2014 BADWATER, SIZE: 24"X24", 
BACKING: NEXUS MODULAR, INSTALLATION 
METHOD: BRICK, CONTACT: BRAD BUNCH, J+J 
FLOORING GROUP, 479.305.4004

J+J FLOORING GROUP, PATTERN: INCOGNITO 
MODULAR 7069, COLOR: 1837 OPERATIVE, SIZE: 
24"X24", BACKING: NEXUS MODULAR, 
INSTALLATION METHOD: BRICK, CONTACT: BRAD 
BUNCH, J+J FLOORING GROUP, 479.305.4004

NOT USED.

TANDUS CENTIVA, COLLECTION: NATURAL 
CREATIONS CLASSICS, PATTERN: TP052 AMERICAN 
WALNUT SIENNA, SIZE: 4"X36" PLANK, CONTACT: 
KANDID SCOTT, TARKETT, 501.209.6432

JOHNSONITE COMMERCIAL FLOORING, 
COLLECTION: iQ OPTIMA HOMOGENEOUS VINYL 
SHEET FLOORING, PATTHER/COLOR: 873 KOALA 
BEAR CG, SIZE: 6'-6"X82' SHEET, CONTACT: 
JUSTIN DENNIS, TARKETT, 1.440.384.7460

ARMSTRONG COMMERCIAL FLOORING, COVED TOE 
RUBBER WALL BASE, COLOR: 12 SHADOW GRAY, 
HEIGHT: 4, INSTALLATION: USE 120' ROLLS WITH 
COVED EXTERNAL CORNERS, CONTACT: ELMER 
HERINGER, ADELTA CORPERATION, 972.620.5800 
X 1632

NOT USED.

SVB SHEET VINYL TILE BASE
JOHNSONITE COMMERCIAL FLOORING, 
COLLECTION: iQ OPTIMA HOMOGENEOUS VINYL 
SHEET FLOORING, PATTHER/COLOR: 873 KOALA 
BEAR CG, SIZE: 6'-6"X82' SHEET, CONTACT: 
JUSTIN DENNIS, TARKETT, 1.440.384.7460

DALTILE, COLLECTION: RITTENHOUSE SQUARE, 
COLOR: WHITE K101, FINISH: SEMI-GLOSS, SIZE: 
3"X6", INSTALLATION: BRICK, CONTACT: CHRISTY 
GILLESPIE, DALTILE, 501.416.4610

SHERWIN WILLIAMS, PROMAR 200 ZERO VOC 
LATEX PAINT, COLOR: SW7044 AMAZING GRAY, 
FINISH: EGGSHELL

SHERWIN WILLIAMS, PROMAR 200 ZERO VOC 
LATEX PAINT, COLOR: SW7046 ANONYMOUS 
GRAY, FINISH: EGGSHELL

SHERWIN WILLIAMS, EPOXY PAINT, COLOR: 
SW7044 AMAZING GRAY, 

M
IS

C. SS
SOLID SURFACE WILSONART SOLID SURFACE, PATTERN: 9204CE 

MORNING ICE, CONTACT: AMBER SELF, PLUNKETT 
DISTRIBUTING, 501.256.9022

PL1
PLASTIC LAMINATE, 
TYPE 1

NOT USED.

PL2
PLASTIC LAMINATE, 
TYPE 2

NOT USED.

PL3
PLASTIC LAMINATE, 
TYPE 3

WILSONART PLASTIC LAMINATE, PATTERN: 
7943K-07 COLOMBIAN WALNUT, FINISH: 
TEXTURED GLOSS W/ AEON, CONTACT: AMBER 
SELF, PLUNKETT DISTRIBUTING, 501.256.9022

CG1
CORNER GUARD, TYPE 1 CONSTRUCTION SPECIALTIES, SERIES: SSM20AN, 

COLOR: TBD, HEIGHT: VARIES (TOP OF WALL BASE 
TO CEILING), CONTACT: AMBER SELF, PLUNKETT 
DISTRIBUTING, 501.256.9022

CG2
CORNER GUARD, TYPE 2 CONSTRUCTION SPECIALTIES, SERIES: SSM20AN, 

COLOR: TBD, HEIGHT: VARIES (TOP OF WALL BASE 
TO CEILING), CONTACT: AMBER SELF, PLUNKETT 
DISTRIBUTING, 501.256.9022

CG3
CORNER GUARD, TYPE 3 INPRO CORPORATION, SERIES: 150D, COLOR: 

MATCH ADJACENT PAINT (EITHER TAUPE 0113 OR 
SHIPROCK 0280), HEIGHT: VARIES (TOP OF WALL 
BASE TO CEILING)

RS
ROLLER SHADES OFOI: SWF CONTRACT R16 MANUAL SHADE WITH 

CLEAR ANODIZED FASCIA, SHADE CLOTH: 
CROSSHATCH R100, 1% OPEN, COLOR: CHARCOAL 
GRAY, CONTACT: ARKANSAS SHADES, BLINDS & 
SHUTTERS

TS1
TRANSITION STRIP, 
TYPE 1 (PT TO CPT)

NOT USED. 

TS2
TRANSITION STRIP, 
TYPE 2 (PT TO LVT)

TS3

TS4

TRANSITION STRIP, 
TYPE 3 (LVT TO CPT)

TRANSITION STRIP, 
TYPE 4 (LVT TO C)

NOT. USED.

JOHNSONITE, SLIMLINE RUBBER TRANSITION 
STRIP, PROFILE: SLT-XX-A, COLOR: TBD, 
CONTACT: JUSTIN DENNIS, TARKETT, 
1.440.384.7460

NOT USED. 

WC
WALL COVERING MDC WALLCOVERINGS, EMBOSSED LOGO WITH 

CUSTOM DIES FROM CANCER CENTER-27" ROLLS. 
MODEL #: BETA14282 CONTACT: JILL PATTERSON, 
MDC, 800.621.4006, 
JPATTERSON@MDCWALL.COM

CG4
WALL COVERING TRIM KOROSEAL, SWPACG001 ½” x ½” SATIN CG 

ALUMINUM

WP1 WALL PROTECTION 1
INPRO; TAUPE 0113

WP2 WALL PROTECTION 1
INPRO; RIVER ROCK 0351
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EXISTING

ELECTRICAL/
DATA
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5' - 8 3/8"

CONTRACTOR TO KEEP RAITING OF WALL AROUND 
RTU ROOF PENETRATION. JOG TOWARDS EXAM 
HALLWAY IF NEEDED.

1

SHEET NUMBER

1

A101

SIM

1
A101

SIM

10
0A

ROOM NAME
101

0

DETAIL NUMBER

SHEET NUMBER

DETAIL NUMBER

SHEET NUMBER

DETAIL NUMBER

SHEET NUMBER

DETAIL 
NUMBER

SHEET NUMBER

DETAIL NUMBER

A101
1 SIM

BUILDING ELEVATIONS, MAIN

INTERIOR ELEVATION KEY, MISC.

WALL SECTION KEY

BUILDING SECTION KEY

DETAIL CALLOUT

COLUMN GRID

DOOR TAG, STANDARD

ROOM NAME / NUMBER

PARTITION TAG1i

FIRE EXTINGUISHER CABINET; 
REFER TO LIFE SAFETY PLANFEC

REVISION CLOUD W/ DELTA
1

NO. OF REVISION ON SHEET

PLAN SYMBOLS LEGEND

1
A101

SIM

1

A101

RCP LEGEND

C1:  SUSPENDED, ACOUSTICAL CEILING (STANDARD)

C2:  5/8" GYPSUM BOARD, PAINTED
CONTROL JOINT, TYP.

C1 ;  11'-10" CEILING TAG W/ TYPE AND HEIGHT NOTATION

EXIT LIGHT
DIRECTIONAL ARROW

TYP. RETURN GRILLE AT LAY-IN CEILINGS, U.O.N.

TYP. SUPPLY GRILLE AT LAY-IN CEILINGS, U.O.N.
REFER TO RCP FOR LOCATIONS OF LINEAR SUPPLY GRILLES

LED LOW-PROFILE COVE LIGHT

BACK OF HOUSE LED FIXTURE

B.O.J. - MOUNTED TO BOTTOM OF STRUCTURAL JOISTS

CJ
CJ

SMOKE DETECTOR (REFER TO ELECTRICAL)SD

MOTION DECTOR (REFER TO ELECTRICAL)MD

MANUAL ROLLER SHADE: RECESSED INTO GYP POCKET
RS *TO BE LOCATED AT ALL NON-DORM ROOMS (IE: LOUNGES, STUDY, 

OFFICES, BREAKROOMS, KITCHENS, LAUNDRY, ETC.)

LED LIGHT (2'-0" X 2'-0")

LED LIGHT (2'-0" X 4'-0")

GLASS BREAK DECTOR (REFER TO ELECTRICAL)GB

FIRE STROBE (REFER TO ELECTRICAL)F

7"
4"

5/8" GYPSUM BOARD (09 25 00)

1 5/8"  METAL STUDS @ 16"
O.C., MAX (05 4000)

ACOUSTICAL CEILING TILE - C1
(09 51 00)

ACOUSTICAL CEILING TILE - C1
(09 51 00)

1"
4"

FIREPROOFED BLOCKING 
AS REQUIRED.

SOUND BATT INSULATION

3 5/8" METAL STUDS @ 16"
O.C., MAX (05 4000)

EXISTING WALL FURR OUT 
AT BUILDING COLUMN. 

WALL PROTECTION - CORNER
GUARD - CG1 (10 40 00)

SEMI RECESSED FIRE EXTINGUISHER 
CABINET

KEEP RATING AROUND F.E.C.A3A

A3A

1HR RATED WALL ASSEMBLY-
REF. PARTITION SCHEDULE

5/8" GYPSUM BOARD (09 25 00)

KEEP RATING TO EXTERIOR

BREAKMETAL AT END OF 
WALL FLUSH WITH 
EXISTING MULLION.

G3A

DASHED LINE INDICATES 
WHITE FILM.

3 5/8" METAL STUDS @ 16"
O.C., MAX (05 4000)

5/8" GYPSUM BOARD (09 25 00)

1HR RATED WALL ASSEMBLY-
REF. PARTITION SCHEDULE

E3A

A3A
A3A

E3A

J3A

ALIGN NEW WALL WITH EXISTING 

FINISH WITH BREAK METAL?

BREAKMETAL AT END OF 
WALL WHERE WALL MEETS 
EXISTING MULLION.

DASHED LINE REPRESENTS 
WHERE WHITE FILM IS TO BE 
APPLIED. CONTRACTOR TO 
COORDINATE APPLICATION 
OF FILM.

6"
4"

2 1/2"  METAL STUDS @ 16"
O.C., MAX (05 4000)

ACOUSTICAL CEILING TILE - C1
(09 51 00)

5/8" GYPSUM BOARD (09 25 00)
3 5/8" METAL STUDS @ 16"
O.C., MAX (05 4000)

5/8" GYPSUM BOARD (09 25 00)

TAPE & FLOAT CORNERS

PAINTED BLACK 
3/4" PLYWOOD.

2 1/2"  METAL STUDS @ 16"
O.C., MAX (05 4000)

ACOUSTICAL CEILING TILE - C1
(09 51 00)

EXISTING WALL 
CONSTRUCTION.

8 3/8"

CONTRACTOR TO VERIFY WIDTH OF 
EXTERIOR WALL. NEED TO HAVE 
SUFFICIENT AMOUNT OF SPACE FOR 
INSERTING LINEAR GRILLS & FOR 
OWNER TO MOUNT MANUAL 
SHADES. CONTRACTOR TO NOTIFY 
ARCHITECT IF WALL WIDTH IS LESS 
THAN 8" FROM FINISHED FACE TO 
EXISTING MULLION.

ACOUSTICAL CEILING TILE - C1
(09 51 00)

801 S Spring Street
Little Rock, AR 72201
501.378.0878 office
501.372.7629 fax

509 W. Spring St. | Suite 150
Fayetteville, AR 72701
479.444.0473 office
479.251.7216 fax

polkstanleywilcox.com
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A101

12.05.2019

RENOVATED
FLOOR PLAN

671O

BRYANT, ARKANSAS

CARTI Saline
County

1/8" = 1'-0"

RENOVATED FLOOR PLAN - NOTE PLAN1

NORTH

SQUARE FOOTAGE: 4700 SF

1/8" = 1'-0"

RENOVATED FLOOR PLAN - DIMENSION PLAN2

1/8" = 1'-0"

RENOVATED FLOOR PLAN - RCP3

1 1/2" = 1'-0"

CEILING DETAIL54

1 1/2" = 1'-0"

PLAN DETAIL6

1 1/2" = 1'-0"

PLAN DETAIL7

1 1/2" = 1'-0"

PLAN DETAIL8 1 1/2" = 1'-0"

PLAN DETAIL9

1 1/2" = 1'-0"

CEILING DETAIL86
1 1/2" = 1'-0"

CEILING DETAIL4 1 1/2" = 1'-0"

Detail 35

REVISIONS

NUMBER DATE DESCRIPTION
1 12.18.2019 ADD#01
2 12.26.2019 ADD#02
3 01.07.2020 ADD#03

1
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CARTI SALINE COUNTY
CARTI CANCER CENTER

BRYANT, ARKANSAS

100% CONSTRUCTION DOCUMENTS

PLANS CERTIFICATION

I hereby certify that these plans and 
specifications have been prepared by me, 
or under my supervision. I further certify 
that to the best of my knowledge, these 
plans and specifications are as required by 
law and in compliance with the Arkansas 
Fire Prevention Code for the State of 
Arkansas.

Steve Kinzler, AIA                     Date

POLK STANLEY WILCOX ARCHITECTS

801 S SPRING STREET
LITTLE ROCK, ARKANSAS 72201

ARCHITECTURAL

POLK STANLEY WILCOX ARCHITECTS
801 S SPRING STREET
LITTLE ROCK, ARKANSAS 72201
T: 501.378.0878
F: 501.372.7629

MEFP

BERNHARD TME
1 ALLIED DRIVE

LITTLE ROCK, ARKANSAS 72202
T: 501.666.6776

SUITE 2600

DECEMBER 05, 2019
CODE SEARCH

BUILDING INFORMATION

OCCUPANCY TYPE - IBC SECTION 508 TYPE B (BUSINESS)

TYPE OF CONSTRUCTION - SECTIONS 602-607: TYPE 2B NON SPRINKLERED

PROJECT NAME CARTI SALINE COUNTY

PROJECT DESCRIPTION: A renovation of an existing mattress store.

PROJECT SIZE (GROSS SQUARE FEET) 4,665 SQUARE FEET

2012 ARKANSAS FIRE PREVENTION CODE/ 
2012 INTERNATIONAL BUILDING CODE

PROJECT LAYOUT SUMMARY, AND KEY FEATURES:
The renovation is broken into three major components: an exam suite and an infusion suite, which are separated by 
a 1 hour firewall corridor with waiting and reception. The infusion suite holds a pharmacy that will be USP 800 
compliant to serve an infusion of 12 patients, there will also be support spaces for infusion and the building in this 
suite. The exam suite holds a breakroom and touchdown space for nurses and physicians as well as exam rooms.

EXIT ACCESS CORRIDOR RATING - TABLE 1018.1

EXIT ACCESS TRAVEL DISTANCE (MAX) - TABLE 1016.2

EXITS REQUIRED - SECTION 1021 2 EXITS PER STORY (1-500 PEOPLE)

1 HOUR RATING, SEE CHART BELOW

SPECIAL INSPECTIONS (CHAPTER 17)

EGRESS WIDTH REQUIREMENTS (OTHER/NONSTAIR) -
SECTION 1005
(MIN OF 44" PER TABLE 1018.2)

NON-STAIRS STAIRS= .15" PER OCCUPANT (SPRINKLERED)-  
.15" X 47 FIRST FLOOR OCCUPANTS = 7.05" -- 44" MINIMUM

EXIT STAIR, OR EXIT ACCESS STAIR RATING -  SECTION 1022.2
AND/OR 1009.3

200' (NON-SPRINKLERED) (DEAD END< 20' PER 1018.4)

2 HR. AT EXIT STAIR (SHAFTS/ CIRCULATION CONNECTING 4 OR MORE STORES) 
NO RATING AT EXIT ACCESS STAIR 

AREA AND HEIGHT- CHAPTER 5

TOTAL GROSS AREA, BROKEN DOWN BY USE:

EXAM SUITE:            1,455 SF BUSINESS (B):    1,455 SF     
INFUSION SUITE:        2,280 SF BUSINESS (B):    2,280 SF
CORRIDOR AREA:           930 SF BUSINESS (B):       930 SF

TOTAL FLOOR AREA MAIN OCCUPANCY

4,665 SF TOTAL

4. REFER TO THE LIFE SAFETY SITE PLAN 
FOR HORIZONTAL SEPARATION DISTANCES 
OF NEW CONSTRUCTION TO EXISTING 
BUILDINGS AND PROPERTY BOUNDARIES. 
PORTION OF EXTERIOR WALL IS REQUIRED 
TO BE RATED.

TYPES OF CONSTRUCTION - CHAPTER 6

FLOOR AREA ALLOWANCE PER OCCUPANT FOR EACH
FUNCTIONAL SPACE - TABLE 1004.1.2:       

BUSINESS AREAS (100 GROSS SF PER OCC.) @ 1,455 SF = 14.6 OCCUPANTS

COMMENTS:

1.  ALL CONSTRUCTION PART OF THIS 
PROJECT WILL BE TYPE IIB

2. SPRAY FIREPROOFING WILL BE 
REQUIRED AT COLUMNS AND BEAMS 

3.REFER TO THE LIFE SAFETY PLAN FOR 
RATED ROOM LOCATIONS, RATED ATRIUM 
BOUNDARY WALLS, AND RATED SHAFTS

RATED CONSTRUCTION ASSEMBLY DESCRIPTION WITH UL LISTING :

PRIMARY STRUCTURE: N-815/UL 263; SPRAYED FIREPROOFING ON FLOOR 
BEAMS (1 HR RATING REQUIRED)
X-829/UL 263; SPRAYED FIREPROOFING 
ON COLUMNS (1 HR RATING REQUIRED)

FLOOR CONSTRUCTION: UL D907; COMPOSITE CONCRETE DECK AND SPRAYED
FIREPROOFING ON BEAMS (1 HR RATING REQUIRED)

ROOF CONSTRUCTION: UL D907; COMPOSITE CONCRETE DECK AND SPRAY 
APPLIED COATING ON BEAMS (1 HR RATING REQUIRED)

NON-BEARING WALLS: 1 HR GYPSUM BD. WALLS: U 419

STANDARD FIRESTOP ASSEMBLIES (SECTION 714):

EDGE OF SLAB AT CURTAINWALL: HILTI CP 672 FC. INTERTEK SYSTEM CEJ 526 P

FLOOR PENETRATIONS; SELF LEVELING SEALANT: HILTI CP604 UL 1479; ASTM E 84, ASTM E90-02

WALL PENETRATIONS, TYP. MISCELLANEOUS: HILTI FS-ONE UL 1479; ASTM C1241, ASTM E 
(SEE PLANS FOR RATED WALL LOCATIONS) 84-96, ASTM E 90-99

CABLE PENETRATIONS AT RATED ELECTRICAL ROOMS: 
SPEED SLEEVE, HILTI CP 653 UL 1479; ASTM E814

FLOOR TO WALL, HEAD OF WALL, AND WALL TO WALL:
FLEXIBLE FIRESTOP SEALANT: HILTI CP 606 UL 1479; UL 2079

RATED CONSTRUCTION AND ASSEMBLIES - CHAPTER 7

MEANS OF EGRESS - CHAPTER 10

GC NOTE: REFER TO SPECIFICATIONS FOR ADDITIONAL FIRESTOPPING INFORMATION AND SUBMITTAL DRAWING 
REQUIREMENTS. ADDITIONAL PROPOSED FIRESTOPPING SYSTEMS WILL BE CONSIDERED UPON REVIEW BY THE 
ARCHITECT.

INFUSION SUITE:

BUSINESS AREAS (100 GROSS SF PER OCC.) @ 2,280 SF = 22.8 OCCUPANTSEXAM SUITE: 

BUSINESS AREAS (100 GROSS SF PER OCC.) @ 930 SF = 9.3 OCCUPANTSCORRIDOR:

TOTAL RENOVATED OCCUPANTS = 47 OCCUPANTS

COMMON PATH OF TRAVEL (MAX) - TABLE 1014.3 75' (NON-SPRINKLERED) >30

REFER TO SPECIFICATIONS FOR SPECIAL INSPECTION REQUIREMENTS.

TOTAL DISTANCE: 36' - 9"

TOTAL DISTANCE: 
EXAM           64' - 10"
INFUSION       82' - 6"

TOTAL DISTANCE: 79' - 0"

FEC

20

20

20
20

FEC

FEC

FE

LIFE SAFETY LEGEND

NON-RATED WALL (GRAYSCALE)

RATED WALL (FILLED)- REFER TO PLANS FOR 
CONSTRUCTION TYPE

RATING LABEL INDICATOR. SEE WALL RATING EXPLANATIONS AND 
LABLE REQUIREMENTS LEGEND. 

EGRESS DIRECTION/TRAVEL DISTANCE TOWARD 
BUILDING OR LEVEL EXIT

RATED DOOR- REFER TO PLAN FOR RATING 45
RATING DESIGNATION IN MINUTES

NON-RATED DOOR (GRAYSCALE)

BUILDING EXIT

PROTECTED EXIT ACCESS

FE : WALL MOUNTED FIRE EXTINGUISHER WITH BRACKET

FE

FEC : SEMI RECESSED FIRE EXTINGUISHER CABINET

FEC

801 S Spring Street
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12.05.2019

COVER SHEET

671O

BRYANT, ARKANSAS

CARTI Saline
County

1/8" = 1'-0"

LIFE SAFETY FLOOR PLAN3

ARCHITECTURAL SHEETS

SHEET
NUMBER SHEET NAME ISSUE DATE

CURRENT
REVISION

DATE
CURRENT REVISION

DESCRIPTION
A000 ARCHITECTURAL SITE PLAN 12.05.2019 12.18.2019 ADD#01
A100 EXISTING & DEMO 12.05.2019 12.18.2019 ADD#01
A101 RENOVATED FLOOR PLAN 12.05.2019 01.07.2020 ADD#03
A300 BUILDING ELEVATIONS 12.05.2019
A301 VESTIBULE DESIGN & DETAILS 01/03/20
A600 ENLARGED TOILET PLANS 12.05.2019
A601 ENLARGED PLANS 12.05.2019 01.07.2020 ADD#03
A700 DOOR SCHEDULE& PROJECT DETAILS 12.05.2019 01.07.2020 ADD#03
A701 PARTITION SCHEDULE 12.05.2019 12.26.2019 ADD#02

ELECTRICAL SHEETS

SHEET
NUMBER SHEET NAME ISSUE DATE

CURRENT
REVISION

DATE
CURRENT REVISION

DESCRIPTION
E001 SCHEDULES, LEGEND, AND GENERAL NOTES - ELECTRICAL 06/06/12
E101 DEMO AND RENOVATED FLOOR PLANS - LIGHTING 03/07/12
E201 DEMO AND RENOVATED FLOOR PLANS - POWER 03/07/12
E301 DEMO AND RENOVATED FLOOR PLANS - SYSTEMS 03/07/12
E401 DEMO AND RENOVATED ROOF PLAN - ELECTRICAL 11/18/19
E501 ENLARGED PLANS AND RISER DIAGRAMS - ELECTRICAL 03/09/12
E601 DETAILS - ELECTRICAL 03/07/12

MECHANICAL SHEETS

SHEET
NUMBER SHEET NAME ISSUE DATE

CURRENT
REVISION

DATE
CURRENT REVISION

DESCRIPTION
M001 SCHEDULES AND LEGEND - HVAC 06/06/12
M101 FLOOR PLANS - HVAC DUCTWORK 03/07/12
M201 DETAILS - HVAC 03/07/12
M301 CONTROLS - HVAC 03/07/12
M302 CONTROLS - HVAC 03/07/12
M303 CONTROLS - HVAC 08/06/19
M304 CONTROLS - HVAC 08/06/19

PLUMBING SHEETS

SHEET
NUMBER SHEET NAME ISSUE DATE

CURRENT
REVISION

DATE
CURRENT REVISION

DESCRIPTION
P001 LEGENDS, NOTES, DETAILS AND SCHEDULES - PLUMBING 03/07/12
P101 DEMO AND RENOVATED FLOOR PLANS - PLUMBING 03/07/12
P201 RISERS - PLUMBING 03/07/12

GENERAL SHEETS

SHEET
NUMBER SHEET NAME ISSUE DATE

CURRENT
REVISION

DATE
CURRENT REVISION

DESCRIPTION
G001 COVER SHEET 12.05.2019 01.07.2020 ADD#03

STRUCTURAL SHEETS

SHEET
NUMBER SHEET NAME ISSUE DATE

CURRENT
REVISION

DATE
CURRENT REVISION

DESCRIPTION
S100 MECHANICAL UNIT FRAMING PLAN & DETAILS 12.05.2019

12.05.2019
12.05.2019
12.05.2019

12.05.2019
12.05.2019
12.05.2019
12.05.2019
12.05.2019
12.05.2019
12.05.2019

12.05.2019
12.05.2019
12.05.2019
12.05.2019
12.05.2019
12.05.2019
12.05.2019

REVISIONS

NUMBER DATE DESCRIPTION
1 12.18.2019 ADD#01
2 12.26.2019 ADD#02
3 01.07.2020 ADD#03

01.08.2019
12.18.2019

12.18.2019
12.18.2019

12.18.2019

ADD#03
ADD#01

ADD#01
ADD#01

ADD#01

1

3

3

3

3

01.08.2019 ADD#03



A000
2

CONTRACTOR TO DEMOLISH 
EXISTING WOOD FENCE & 
REPLACE WITH NEW STEEL 
FABRICATED FENCE AS 
DETAILED ON SHEET A000

A301

2

A301

4

3
A000

4
A000

DEMO EXISTING CURB WHERE 
INDICATED.

1/20  SLO
PE

12' -  6"
6' - 6 "

RAMP WIDTH

5' - 6"

TO BALLASTER
+/- 1' - 6"

2'
 - 

4"
4'

 - 
0"

4'
 - 

0"
4'

 - 
0"

TY
P

4'
 - 

0"
+/

- 1
' -

 6
"

TYP

4' - 0"+/- 3' - 0"

4
A000

GUARD RAIL AT SOUTH 
EAST SIDE OF RAMP.

7 
1/

2"

12' - 6" 6' - 6"

1/20 SLOPE

NEW RAMP & LANDING. 

6' - 5" 3
A000

A000
7

A000
6

1'
 - 

6"

5' - 6"

#4 AT 24" O.C.

#4 CONTINUOUS

CHAMFER AT 
THESE EDGES

M
IN

IM
UM

 

1' 
- 6

" F
RO

M
 G

RA
DE

6" THICK RAMP WITH WIRE 
MESH OVER COMPACT 
GRAVEL. 

CORE DRILL HOLE FOR 
POSTS -- MINIMUM 8" DEEP. 
FILL WITH GROUT AT POST 
MOUNTING.

1'
 - 

0"

GUARDRAIL; SEE GUARDRAIL 
DETAILS

4"
2'

 - 
10

"

M
AX

. D
IS

TA
NC

E

1'
 - 

0"
 O

.C
.

6" THICK RAMP WITH WIRE 
MESH OVER COMPACT 
GRAVEL. 

#4 DOWELS X 12" LONG AT 
12" O.C. 

PAINTED 1" X 1" SQUARE TUBE 
STEEL; DISTANCE 4" O.C.

PAINTED 2" X 2" SQUARE TUBE 
STEEL; DISTANCE 4' - 0" O.C. 
TYPICAL.

SLEEVE CORE DRILLED IN 
CONCRETE RETAINING WALL. SEE 
DETAIL AT RETAINING WALL.

1"
3"

TYP. O.C.
4"

5"

1"

4"

2"

2"

PAINTED 2" X 2" SQUARE TUBE 
STEEL; CONTINUOUS.

PAINTED 1" X 4" CONTINUOUS 
STEEL KICKER  AT BASE OF 
RAILING.
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Little Rock, AR 72201
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501.372.7629 fax
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12.05.2019

ARCHITECTURAL
SITE PLAN

671O

BRYANT, ARKANSAS

CARTI Saline
County

1/8" = 1'-0"

SITE & EXISTING ROOF PLAN1

3/8" = 1'-0"

ENLARGED PLAN AT RAMP2

3/8" = 1'-0"

SECTION AT RAMP SLOPE3 3/8" = 1'-0"

SECTION AT RAMP RETAINING WALL4

1 1/2" = 1'-0"

DETAIL AT NEW RETAINING WALL7

1 1/2" = 1'-0"

DETAIL AT RAMP6

NOT TO SCALE

OVERALL EXISTING SITE & UTILITIES PLAN

N
O

RTH

NORTH

1 1/2" = 1'-0"

RAILING AXON5
FABRICATED

REVISIONS

NUMBER DATE DESCRIPTION
1 12.18.2019 ADD#01

1



PROPERTY LINE

PROPERTY LINE

CROSSPOINTE
CHURCH

FFE=100.00
CURRENT ZONE R-E

REQUESTED REZONE TO C-1

N
. R

E
YN

O
LD

S R
D

.

NW. 4TH ST.

5' S.Y. SETBACK

PROPOSED RET. WALL

PROPOSED CANOPY

9.15'

11.29'

EX. BLDG.

EX. BLDG.

3.65' 2.36'

VARIANCE REQUESTED TO REDUCE S.Y.
SETBACK FROM 5' TO 2.36' TO ALLOW
FOR PORCH CONSTRUCTIONEX. 6" WATER

EX. 8" WATER

TS=100.00

TS=99.70
TS=95.35

TS=99.70
TG=97.50

TS=EX. TS=99.82

TS=100.00

TS=99.50

TS=99.75

TS=EX. TS=101.50 TS=EX. TS=102.80

C1.0
JOB NO. DATE:

2-05-20
SCALE:
1" = 20'

DRAWING NO:

LEWIS
ARCHITECTS
ENGINEERS 501.223.9302

RAGSDALE WOODWARD INCORPORATED
ELLIOTT McMORRAN VADEN

FAX 501.223.9909 WWW.LEMVRW.COM

SCALE: 1" = 20'
SITE PLAN 

C1.0
1

NORTH

0 20 40
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DAWSON POINT AVENUE (50' R/W)
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VICINITY MAP:

PROPOSED REPLAT OF
LOTS 7-13, 49-60 OF DAWSON'S POINTE SUBDIVISION PHASE 3

ALL IN THE CITY OF BRYANT, SALINE COUNTY, ARKANSAS

BULL DEVELOPMENT, L.L.C

05-0570
1" = 40'

FOR USE AND BENEFIT OF:

117 South Market Street,
Benton, Arkansas 72015
PH.  (501)315-2626
FAX (501) 315-0024
www.hopeconsulting.com
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Address:

Name:

Address:

Name:

We, the undersigned, owners of the real estate shown and described herein do hereby certify that we have
caused to be laid off, platted and subdivided, and to hereby lay off, plat and subdivide said real estate in
accordance with the plat.

BULL DEVELOPMENT LLC

P.O. BOX 908

BRYANT, AR 72089

Source of Tile:                   BOOK                    PAGE

OWNER: OWNER:

CERTIFICATE OF OWNER:

Date of Execution                                                     Name:

Address:

TRACY BRIGHT

905 DAWSON POINTE AVE

BRYANT, AR 72022

FLOODPLAIN CERTIFICATION:

By affixing my seal and signature, I Kyle Pennington PLS No. 1807, hereby certify that this drawing correctly
depicts a survey compiled under my supervision.

NOTE: This survey was based on legal descriptions and title work furnished by others and does not represent a
title search.

According the the Federal Emergency Management Agency (FEMA) Flood Insurance Rate Map (FIRM) for Saline
County unincorporated areas, panel # 05125C0240D dated 6/19/2012, no portion of the property described
hereon does lie within the 100 year flood hazard boundary.

PROJECT
LOCATION

NOTES:

1. NO PERMANENT FENCES TO BE CONSTRUCTED WHERE HATCHED.
    HATCHED AREA IS DRAINAGE AND UTILITY EASEMENT.
    HATCHED AREA TO BE MAINTAINED BY THE  IMPROVEMENT DISTRICT,
    NOT THE CITY OF BRYANT.

2. TRACT B IS DESIGNATED AS A DRAINAGE AND UTILITY EASEMENTS.

3. DETENTION AREA AND GREEN SPACE WILL BE MAINTAINED BY
   AN IMPROVEMENT DISTRICT.

2010 44484

02/25/2020 B.JOHNSON

500 01S 14W 10 310 62 18070

PROPOSED REPLAT OF
LOTS 7-13, 49-60 OF DAWSON'S POINTE SUBDIVISION PHASE 3
ALL IN THE CITY OF BRYANT, SALINE COUNTY, ARKANSAS

THE PURPOSE OF THIS REPLAT IS TO DETAIL MAINTENANCE REQUIREMENTS
FOR DITCH AND DRAINAGE AREA OF THESE LOTS

I, Jonathan L. Hope, hereby certify that this plat correctly represents a survey and a plan made by me or
under my supervision; that all monuments shown hereon actually exist and their location, size, type and
material are correctly shown; and that all interior lot lines have been adjusted to "as built conditions" and
are accurately described on the plat and identified on the ground in terms of length and direction of the
property side as required in accord with the City of Bryant Subdivision Regulation Ordinance.

I, William W. McFadden, hereby certify that this plat correctly represents a plan made by me, and that the
engineering requirements of the City of Bryant Subdivision Rules and Regulations have been complied
with.

Pursuant to the City of Bryant Subdivision Rules and Regulations, and all of the conditions of approval
having been completed, this document is hereby accepted. This certificate is hereby executed under the
authority of said rules and regulations.

CERTIFICATE OF SURVEYING ACCURACY:

Date of Execution Jonathan L. Hope
Registered Professional
Land Surveyor No. 1762
Arkansas

CERTIFICATE OF FINAL ENGINEERING ACCURACY:

Date of Execution                                                     William W. McFadden
Registered Professional
Engineer, No. 14048
Arkansas

CERTIFICATE OF FINAL PLAT APPROVAL:

Date of Execution NAME, CHAIRMAN
BRYANT PLANNING COMMISSION

Source of Tile:                   BOOK                    PAGE

Date of Execution                                                     Name:

Address:
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NOTES:

1. DESIGN PRESSURE IS 200 PSI PLUS 100 PSI SURGE AND 2,000 PSI SOIL BERING.

2. ALL DIMENSIONS ARE MINIMUM REQUIREMENTS. ACTUAL FIELD CONDITIONS

MAY REQUIRE LARGER DIMENSIONS.

3. ALL RETAINER GLANDS SHALL BE MEGA-LUG BY EBAA IRON.

4"

2H MIN.

6"

T

3" TYP.

3"

H/2

H/2

W

W

"B" BARS

THRUST BLOCK SCHEDULE

VERTICAL RUN

* 90 DEGREE BENDS SHALL ONLY BE USED ON A

BY-EXCEPTION BASIS, AND MUST EACH BE

SPECIFICALLY APPROVED BY CITY.

2, 3, & 4

8

12

16

18

24

44.8

110.9

63.4

50.4

29.0

13.6

7.9

2.7

90°  *

78.4

35.7

20.5

9.6

5.6

1.9

6

60.0

34.3

27.3

15.7

7.4

4.3

1.4

45°

80.6

17.5

13.9

8.0

3.8

2.2

0.7

22 1/2°

15.4

18.8

7.0

4.0

1.9

1.1

0.4

11 1/4°

24

18

16

12

8

6

2, 3, & 4

BEARING AREA OF THRUST BLOCKS IN SQ. FT.

(HORIZONTAL BENDS)

1478.7

844.7

672.6

387.1

181.9

105.8

35.5

90°  *

800.3

457.2

364.0

209.5

98.5

57.2

19.2

45°

408.0

233.1

185.6

106.8

50.2

29.2

9.8

22 1/2°

205.0

117.1

93.2

59.7

25.2

14.7

4.9

11 1/4°

1.5"

1.0"

1.0"

1.0"

.75"

.75"

.50"

ROD

DI AM.

36"

36"

36"

30"

30"

30"

30"

EMBED-

MENT

PLUG

TEE OR CAP

FITTING

SIZE

BEND ANGLE BEND ANGLE

VOLUME OF THRUST BLOCK IN CU FEET

(VERTICAL BENDS)

(2000 PSF SOIL, 200 PSI WATER PRESSURE, 100 PSI WATER HAMMER)

SEE SHEET W18 FOR

VERTICAL TIE-DOWN BLOCKING

END PLUG CAP

OR BLIND FLANGE

CROSS WITH PLUG

TEE WITH PLUG

USE 2-45° BENDS

IN PLACE OF 90° BEND

90° BEND *
HORIZONTAL RUN

11 1/4°, 22 1/2°

AND/OR 45° BEND

REDUCER

TEE

SEWER MAIN TRENCH

UNDER ASPHALT

SEWER MAIN TRENCH

IN UNPAVED AREAS

N.T.S.

N.T.S.

6
"

M
I
N

P
I
P
E

Z
O

N
E

EXISTING

ASPHALT

AIR SPADE

OR SAW CUT

6" MIN. SLAB

THICKNESS

6
"

M
I
N

SLOPE SIDES OF

TRENCH, PROVIDE

TRENCH BOXES, OR

PROVIDE SHORING AS

REQUIRED BY OSHA

SAFETY

REQUIREMENTS

CLASS 7 GRANULAR MATERIAL

8" MAXIMUM LIFTS COMPACTED

TO 95% MODIFIED PROCTOR

DENSITY

PIPE

VARIES

6" MIN 6" MIN

STRAIGHT LINE

12" MIN. 12" MIN.

DISPOSE OF EXCESS EXCAVATED

MATERIAL OFF SITE

NATURAL

UNDISTURBED

SOIL

FOR UNSTABLE TRENCH BOTTOM,

PROVIDE MIN 8" OF 1 1/2" TO #4

SIZE CRUSHED STONE OR OTHER

MATERIAL AS APPROVED BY THE

ENGINEER.

FOR TRENCH CONSTRUCTED IN ROCK,

INSTALL CRUSHED STONE OR WASHED

GRAVEL, 3/4" TO 1/4", FROM 6" BELOW

BOTTOM OF PIPE TO 6" ABOVE TOP OF

PIPE.

ABOVE TOP OF PIPE MIN.

METALLIC LOCATOR TAPE 12"

6
"
 
M

I
N

P
I
P
E

VARIES

6" MIN
6" MIN

6
"
 
M

I
N

Z
O

N
E

PIPE

NATIVE TRENCH

BACKFILL MATERIAL

3"Ø MAX. ROCK SIZE

EXISTING

GROUND

REVEGETATE DISTURBED

6" TOPSOIL

12" MAXIMUM LIFTS COMPACTED

TO 85% STANDARD PROCTOR

DENSITY.

CLEAR AND GRUB RIGHT-OF-WAY WIDTH IN WOODED AREAS

AREAS TO MATCH EXISTING

DISPOSE OF EXCESS EXCAVATED

MATERIAL OFF SITE

NATURAL

UNDISTURBED

SOIL

FOR UNSTABLE TRENCH BOTTOM,

PROVIDE MIN 8" OF 1 1/2" TO #4

SIZE CRUSHED STONE OR OTHER

MATERIAL AS APPROVED BY THE

ENGINEER.

FOR TRENCH CONSTRUCTED IN ROCK,

INSTALL CRUSHED STONE OR WASHED

GRAVEL, 3/4" TO 1/4", FROM 6" BELOW

BOTTOM OF PIPE TO 6" ABOVE TOP OF

PIPE.

METALLIC LOCATOR TAPE 12"

CLASS I PIPE BEDDING

MATERIAL AROUND PIPE

* SEWER FORCEMAIN CONSTRUCTION REQUIRES

TRACER WIRE (12 GAUGE) PLACED ABOVE PIPE

* SEWER FORCEMAIN CONSTRUCTION REQUIRES

TRACER WIRE (12 GAUGE) PLACED ABOVE PIPE

CLASS I PIPE BEDDING

MATERIAL AROUND PIPE

SEWER MAIN TRENCH

PRIOR TO ROADWAY CONSTRUCTION

6
"

M
I
N

P
I
P
E

Z
O

N
E

6
"

M
I
N

SLOPE SIDES OF TRENCH,

PROVIDE TRENCH BOXES,

OR PROVIDE SHORING AS

REQUIRED BY OSHA SAFETY

REQUIREMENTS

CLASS 7 GRANULAR MATERIAL

8" MAXIMUM LIFTS COMPACTED

TO 95% MODIFIED PROCTOR

DENSITY

PIPE

VARIES

6" MIN

6" MIN

DISPOSE OF EXCESS EXCAVATED

MATERIAL OFF SITE

NATURAL

UNDISTURBED

SOIL

FOR UNSTABLE TRENCH BOTTOM,

PROVIDE MIN 8" OF 1 1/2" TO #4

SIZE CRUSHED STONE OR OTHER

MATERIAL AS APPROVED BY THE

ENGINEER.

FOR TRENCH CONSTRUCTED IN ROCK,

INSTALL CRUSHED STONE OR WASHED

GRAVEL, 3/4" TO 1/4", FROM 6" BELOW

BOTTOM OF PIPE TO 6" ABOVE TOP OF

PIPE.

ABOVE TOP OF PIPE MIN.

METALLIC LOCATOR TAPE 12"

N.T.S.

ACHM SURFACE W/TACK COAT AS

REQUIRED BY BENTON STREET

DEPARTMENT

* SEWER FORCEMAIN CONSTRUCTION REQUIRES

TRACER WIRE (12 GAUGE) PLACED ABOVE PIPE

CLASS I PIPE BEDDING

MATERIAL AROUND PIPE

SLOPE SIDES OF TRENCH,

PROVIDE TRENCH BOXES,

OR PROVIDE SHORING AS

REQUIRED BY OSHA

SAFETY REQUIREMENTS

N.T.S.

N.T.S.

N.T.S.

TYPICAL - VERTICAL SERVICE ENCASEMENT

TYPICAL MANHOLE

SECTION B-B

ACHM SURFACE W/TACK COAT AS

REQUIRED BY BENTON STREET

DEPARTMENT

ABOVE TOP OF PIPE MIN.
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